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As a leader in color pigments for the coatings, plastics and ink industries worldwide, DCL Corporation is 
passionate about color. Thanks to our unparalleled heritage and customer service, DCL invites the world to 
“See the Difference We Make.” 

Headquartered in Toronto, Canada, DCL Corporation operates manufacturing facilities in Canada, USA and 
The Netherlands, with dedicated R&D centers located at each site. That means DCL Corporation is large enough 
to compete on a global stage by servicing multi-national customers, while still being responsive to the needs of 
our small and medium-sized customers all over the world. We consistently go above and beyond to ensure each 
and every customer gets the pigment that matches their requirements.

At DCL, we’re more than just color. We’re committed to environmental, health and safety excellence for both our 
internal and external stakeholders. This stems from our focus on 100% customer satisfaction, innovation, and 
long-term sustainability. It’s what we like to call “the DCL difference.” We encourage you to see it for yourself.



Toll Manufacturing 
Toll manufacturing has always been a very important 
feature of DCL business. We possess an enviable 
reputation as a service provider to pigment 
manufacturers, merchants and large color users 
throughout Europe and beyond.

DCL staff have a wealth of experience in the pigment 
and coloration industries. This is accompanied by our 
commitment to ensure that all discussions relating to 
potential toll manufacturing projects are carried out in 
the strictest of confidence. 

Technical Support 
DCL customers can be assured of a continuing high 
standard of expert technical support. Technical 
assistance is provided in our laboratories in The 
Netherlands, USA, and Canada, and our network 
of technical specialists throughout the world.

Field support is provided by a qualified technical sales 
team and our distributor network is readily available to 
customers in their own local areas. 

Disclaimers:

DCL Pigments are standardized for color strength and color shade to very tight tolerances. The fastness data provided is taken directly from the Color Index, and applies to the pigment itself. The color indications and fastness data that are shown 
on both the website and in our publications are for guidance only. It is essential to conduct trials in the users’ own systems for precise color and data.

Depending on Reach Registration, volume limits may apply when importing into EU

The information contained within this brochure is given to the best of our understanding and related to the relevant legislation in force at the time of publication.

The color indications are for guidance only. It is essential to conduct trials in the users’ own systems for precise color and data. Information is based on our current knowledge and is intended to give general guidance on our products. It is not a 
guarantee of specific shade of the products or their suitability for a particular application.

It remains the responsibility of the user to satisfy themselves of the suitability and compliance of the pigment for their end application by appropriate testing.
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our small and medium-sized customers all over the world. We consistently go above and beyond to ensure each 
and every customer gets the pigment that matches their requirements.
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internal and external stakeholders. This stems from our focus on 100% customer satisfaction, innovation, and 
long-term sustainability. It’s what we like to call “the DCL difference.” We encourage you to see it for yourself.



Test Methods and Assessments
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Applications
Ink applications are shown in the table, 
opposite each pigment in the product 
brochure, Suitable applications covered 
include Offset, Solvent Flexo, Water Flexo, 
UV and Inkjet.  Please note that the 
indicated applications are only a general 
guide, and the recommendations are 
illustrated as follows: 

● = Recommended 
◒ = Limited suitability 
○ = Not Recommended

Solvent Resistance
The degree of bleed noted after 0.5 gram of 
dry pigment powder submerged into 100 ml of 
test solvent for 30 minutes and filtered (#42 
Whatman) into a test tube.  The level of bleed 
is compared against standardized aqueous 
sodium dichromate solutions in various 
concentrations and assessed according to the 
scale given below:

5 = No coloration
4 = Slight coloration 
3 = moderate coloration
2 = Severe coloration
1 = Extremely severe coloration    



Lightfastness
Lightfastness was determined using Xenon Lamp 
exposure tests in accordance with ISO 105-B02. 
Assessments were made against the blue wool 
scale where 1 represents very low lightfastness 
and 8 represents the highest degree of lightfastness. 

Test Methods and Assessments

DCL Trade Names 
Quindo®: High performance quinacridone 
pigments from highly chromatic magentas to 
cleanest violets for nearly all kinds of applications.
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Specific Gravity
The Specific Gravity of dry pigments is 
determined using ASTM D153 Method C.   

Oil Absorption 
Oil Absorption is determined using ASTM D281 and 
ASTM D1483.   



Resistance Properties (HDPE) Compliance
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PY3 Monohydrazone, PY3 DCL-2203 semi-transparent, green shade yellow with very good full shade 
lightfastness  Monohydrazone ○ ○ ● ○ ○ 5 2 2 2 2 7 6 1.5 35-40

PY12 Diarylide Yellow, PY12 DCL-2312 medium shade yellow with high tinting strength Diarylide ● ○ ● ○ ○ 5 4-5 5 3-4 3-4 4 2 1.4 53

PY13 Diarylide Yellow, PY13 DCL-2413 medium shade yellow with high tinting strength  Diarylide ● ○ ● ○ ○ 5 4-5 5 4-5 3-4 6 4-5 1.3 49

PY13 Diarylide Yellow, PY13 DCL-PY-126 semi-opaque redder shade yellow primarily recommended for 
UV systems Diarylide ● ● ● ● ○ 5 5 5 4-5 3-4 5 4 1.4 49

PY14 Diarylide Yellow, PY14 DCL-2114 semi-opaque green shade yellow primarily recommended for 
water flexo Diarylide ◒ ○ ● ○ ○ 5 5 5 4 3-4 5 3 1.3 35-45

PY14 Diarylide Yellow, PY14 DCL-1202 semi-opaque green shade yellow primarily recommended for 
water flexo and offset Diarylide ● ◒ ● ○ ○ 5 5 3 5 5 6 5 1.4 29

PY14 Diarylide Yellow, PY14 DCL-PY-123LCT  slightly greener shade versus 2114 with excellent gloss 
characteristics  Diarylide ○ ○ ● ● ○ 5 5 5 4 3-4 5 3 1.3 35-45

PY17 Diarylide Yellow, PY17 DCL-2217  transparent clean shade yellow with high tinting strength Diarylide ○ ● ● ○ ○ 5 4 5 4 3 6-7 4 1.4 50-60

PY17 Diarylide Yellow, PY17 DCL-1260S  transparent clean shade yellow with excellent gloss 
characteristics  Diarylide ○ ● ○ ○ ○ 5 5 2 2 1 6 5 1.5 41

PY73 Monohydrazone, PY73 DCL-0013-473 semi-opaque, green shade yellow with excellent glycol stability 


Monohydrazone ○ ○ ● ○ ○ 5 3 2-3 2 2-3 7 6 1.5 35-45

PY74 Monohydrazone, PY74 DCL-1274 opaque green shade yellow with excellent full shade 
lightfastness Monohydrazone ○ ○ ● ○ ○ 5 3-4 4 3 2-3 8 7 1.5 43

PY74 Monohydrazone, PY74 DCL-2574 transparent green shade yellow with high tinting strength Monohydrazone ○ ● ● ○ ● 5 3 3 2 2 7-8 6 1.4 38

PY74 Monohydrazone, PY74 DCL-2874 transparent green shade yellow with high tinting strength 
primarily recommended for water flexo and UV systems Monohydrazone ○ ○ ● ● ○ 5 3 3 2 2 7-8 6 1.4 37

PY74 Monohydrazone, PY74 DCL-1120 semi-opaque green shade yellow primarily recommended for 
solvent flexo Monohydrazone ○ ● ◒ ○ ○ 5 4 3 3 2 6-7 6 1.2 27

● ● ◒ ○ ○ ○ ○ ○
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PY83 Diarylide Yellow, PY83 DCL-2283 opaque red shade yellow with good lightfastness, primarily 
used in UV and Inkjet systems Diarylide ○ ○ ◒ ● ● 5 4-5 4-5 3-4 3-4 7-8 7 1.5 60-70

PY83 Diarylide Yellow, PY83 DCL-2583 transparent, strong, red shade PY83 Diarylide ● ● ● ● ● 5 4 4 3 3-4 6-7 6 1.5 65-75

PY83 Diarylide Yellow, PY83 DCL-YELLOW 
83P transparent red shade yellow with high gloss for solvent flexo Diarylide ◒ ● ◒ ◒ ○ 5 4 4 4 3 6-7 6-7 1.0 35

PY97 Monoazo Yellow, PY97 DCL-2197 semi-opaque green shade yellow with excellent lightfastness Monoazo ○ ● ● ○ ○ 5 4-5 5 4 3-4 7-8 7 1.4 62-72

PY110 Isoindilinone Yellow, 
PY110 DCL-2111 semi-opaque, red shade yellow with excellent lightfastness for 

solvent flexo  Isoindolinone ○ ● ○ ○ ○ 5 5 5 4 4-5 8 8 1.8 34

PY139 Isoindoline Yellow, 
PY139 DCL-2139 opaque red shade PY139, primarily used for UV and inkjet 

applications Isoindoline ○ ○ ○ ● ● 5 5 5 5 5 8 7-8 1.7 45

PY180 Benzimidazolone 
Yellow, PY180 DCL-2180 semi-opaque green shade PY180, excellent lightfastness  Benzimidazolone ○ ○ ○ ● ● 5 5 4-5 4-5 4-5 6-7 6-7 1.4 50

PY181 Benzimidazolone 
Yellow, PY181 DCL-2181 semi-opaque red shade yellow   Benzimidazolone ○ ● ○ ○ ○ 5 5 4-5 5 4-5 8 8 1.5 48

PY194 Benzimidazolone 
Yellow, PY194 DCL-2194 semi-opaque red shade yellow  Benzimidazolone ○ ● ● ● ○ 5 4 4 4 3 7-8 7 1.5 40-45

PO5 DNA Orange, PO5 DCL-06-905 semi-opaque bright yellow shade orange used in multiple ink 
applications  DNA Orange ● ● ● ● ○ 5 3 3 3 2 6 5 1.5 45-55

PO13 Pyrazalone Orange, 
PO13 DCL-2113 semi-opaque, high color strength, bright red shade. primarily 

used for UV systems Diarylide ● ○ ● ● ○ 5 4-5 4-5 3-4 3-4 5-6 3 1.3 40-50

PO13 Pyrazalone Orange, 
PO13 DCL-ORANGE GX semi-opaque bright red shade for offset and water flexo Diarylide ● ○ ● ○ ○ 5 3 2 2-3 1 6 5 1.5 42

PO16 Dianisidine Orange, 
PO16 DCL-1116 semi-opaque, bright blue shade for solvent flexo  Dianisidine ○ ● ○ ○ ○ 5 3-4 3-4 3 3 4-5 2-3 1.3 35-45

PO16 Dianisidine Orange, 
PO16 DCL-1816 semi-opaque, bright blue shade Dianisidine ● ○ ● ○ ○ 5 4 3 4 3 6 5 1.3 30
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 No REACH registration
 No TSCA notification
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PO16 Dianisidine Orange, 
PO16 DCL-1817 transparent bright blue shade with excellent gloss and storage 

stability in liquid ink systems  Dianisidine ● ● ● ● ○ 5 4 3 4 3 6 5 1.4 49

PO16 Dianisidine Orange, 
PO16 DCL-2316 semi-opaque, bright yellow shade used in multiple ink 

applications  Dianisidine ● ● ● ● ○ 5 3-4 4 3 3 4-5 2-3 1.3 35-45

PO34 Pyrazolone Orange, 
PO34 DCL-1334  opaque strong red shade used primarily in UV systems Diarylide ○ ○ ○ ● ○ 5 5 5 3-4 4 6-7 5-6 1.4 29-34

PO34 Pyrazolone Orange, 
PO34 DCL-1634  transparent, strong red shade for UV and solvent flexo Diarylide ○ ● ○ ● ○ 5 4-5 5 3-4 3-4 5-6 4-5 1.3 30-40

PO34 Pyrazolone Orange, 
PO34 DCL-1834  transparent blue shade orange with superior gloss, designed 

for solvent flexo inks Diarylide ○ ● ○ ○ ○ 4 4 4 4 4 6 5 1.3 58

PO73 DPP Orange, PO73 DCL-1073-A opaque, bright medium shade orange with excellent 
lightfastness, primarily used for solvent flexo  DPP ○ ● ○ ○ ○ 5 4-5 4-5 5 5 8 8 1.4 50

PR5 Naphthol Red, PR5 DCL-CARMINE 
FBSX transparent bright blue shade red for water flexo & offset Naphthol ● ○ ● ○ ○ 5 4-5 3 2-3 3-4 7 6 1.3 46

PR22 Naphthol Red, PR22 DCL-1722 transparent barium free yellow shade red, frequently used to 
replace Red Lake C  Naphthol ◒ ● ● ○ ○ 5 2-3 3 3 2 5 4 1.4 45-50

PR22 Naphthol Red, PR22 DCL-1322 transparent barium free yellow shade red, slightly bluer vesus 
1722, frequently used to replace Red Lake C Naphthol ◒ ● ● ○ ○ 5 2-3 3 3 2 5 4 1.4 50

PR22 Naphthol Red, PR22 DCL-2922 transparent yellow shade with excellent gloss and 
rheology properties for solvent flexo  Naphthol ◒ ● ◒ ● ○ 4 3 2 1 1 5 5 1.4 32

PR22 Naphthol Red, PR22 DCL-2922S transparent yellow shade with excellent gloss and rheology 
properties for solvent flexo, low barium content Naphthol ◒ ● ◒ ● ○ 4 3 2 1 1 5 5 1.4 32

PR23 Naphthol Red, PR22 DCL-2823S transparent blue shade with excellent gloss and rheology 
properties for solvent flexo, low barium content  Naphthol ◒ ● ○ ◒ ○ 5 4 2 1 1 6 3 1.3 30

PR38 Pyrazolone Red, PR38 DCL-1338 yellow shade red, with high tinting strength  Diarylide ○ ○ ● ○ ○ 5 4 4 3 2 6-7 6 1.4 35

PR48:1 Metal Azo Red, 
PR48:1 DCL-PR-221 opaque yellow shade red with high tinting strength  Barium 2B Red ○ ● ● ● ○ 5 4 4 3-4 4 3-4 3 1.7 38-43

 No REACH registrationPIGMENTS FOR INKS ● = Recommended	  ◒ =  Limited suitability 	 ○ = Not Recommended  8    www.pigments.com
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PR48:1 Metal Azo Red, 
PR48:1 DCL-2783 transparent yellow shade red with excellent gloss and 

rheology properties for solvent flexo Barium 2B Red ○ ● ○ ○ ○ 3 5 5 5 5 5 4-5 1.9 46

PR48:2 Metal Azo Red, 
PR48:2 DCL-1482 transparent blue shade red used in UV and water flexo Calcium 2B Red ○ ○ ● ● ○ 5 4 5 3-4 4 6 4 1.6 43-53

PR48:2 Metal Azo Red, 
PR48:2 DCL-2747S transparent blue shade red with excellent gloss and 

rheology properties in solvent flexo Calcium 2B Red ● ● ○ ○ ○ 5 4-5 3 4 4 6 4 1.6 43-53

PR48:3 Metal Azo Red, 
PR48:3 DCL-1403B semi-transparent yellow shade red, alternative to 

Barium Lithol pigments, yellower than PR48:2.  
Strontium 2B 

Red ● ○ ● ○ ○ 5 4 4 4-5 4 6 4 1.7 43-53

PR49:1 Metal Azo Red, 
PR49:1 DCL-PR-258 transparent blue shade red with low viscosity in water flexo  Barium Lithol 

Red ● ○ ● ○ ○ 4-5 3 3-4 4 4 3-4 2 1.5 45-55

PR53:1 Red Lake C, 
PR53:1 DCL-1353 bright yellowest shade red for water flexo, offset & UV systems Red Lake C ● ○ ● ● ○ 5 3-4 4 2 4 3 2 1.9 45-55

PR57:1 Lithol Rubine, 
PR57:1 DCL-1557 bright bluish shade red, high chroma and strength for process 

color printing  Lithol Rubine ● ◒ ● ○ ○ 5 4 4 4 4 6 4-5 1.6 63

PR57:1 Lithol Rubine, 
PR57:1 DCL-PR-205 bright bluish shade red, yellowest shade PR57:1   Lithol Rubine ● ● ● ● ○ 5 4 4 4 3 6 4-5 1.6 60-65

PR57:1 Lithol Rubine PR57:1 DCL-PR-209 transparent bright bluish shade red PR57:1  Lithol Rubine ● ● ● ● ○ 5 4 4 4 3 6 4-5 1.6 50-60

PR57:1 Lithol Rubine, 
PR57:1 DCL-PR-289 bluest, most transparent PR57:1 with excellent water stability. Lithol Rubine ● ● ● ● ○ 5 4 4 4 4 6 4-5 1.6 50-60

PR81:1 Rhodamine Y, 
PR81:1

DCL-PINK 
TYNC

yellow shade pink basic dye pigment with high gloss and 
transparency for solvent flexo and offset  Rhodamine Y ● ● ○ ◒ ○ 5 3-4 4 2-3 1 5-6 5 2 50

PR81:5 Rhodamine Y, 
PR81:5

DCL-PINK 
ALP

blue shade pink basic dye pigment with high gloss and 
transparency for solvent flexo and UV systems Rhodamine Y ◒ ● ◒ ● ○ 5 2 4 1 1 5-6 6 1,9 46

PR81:5 Rhodamine Y, 
PR81:5 DCL-RA517

blue shade red basic dye pigment with high gloss and 
transparency for water flexo, excellent water stability at higher 

pigment loadings
Rhodamine Y ○ ○ ● ○ ○ 3 3 2 3 3 6 5 1.8 55
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PR112 Naphthol Red, 
PR112 DCL-1812 opaque medium yellow shade for water flexo & offset Naphthol ● ◒ ● ○ ○ 5 3-4 4 . 2-3 7-8 6 1.5 35-45

PR122 DCL Quindo® 
Magenta 122 2280013 general purpose, high strength Quinacridone Magenta for a 

wide variety of ink Quinacridone ● ● ● ● ● 5 4 5 4 5 7-8 7 1.45 72

PR122 DCL Quindo® 
Magenta 122 2282820 most chromatic Quinacridone Magenta for use in both water 

and solvent systems Quinacridone ● ● ● ● ● 5 4 4 4-5 5 7-8 7 1.44 53

PR122 DCL Quindo® 
Magenta 122 2286890 industry leading standard for UV and solvent ink jet Quinacridone ○ ● ○ ● ● 5 4 4 4-5 4-5 7-8 7 1.43 40

PR122 DCL Quindo® 
Magenta 122 2286832 core transparent PR122 for UV and solvent ink jet Quinacridone ◒ ● ● ◒ ● 5 5 4 4-5 5 7-8 7 1.42 56

PR202 DCL Quindo® 
Magenta 202 2286843 core small particle / transparent PR202 for UV 

and solvent ink jet Quinacridone ○ ● ◒ ◒ ● 5 4-5 4-5 4 5 7-8 7 1.72 86

PR122 Quinacridone 
Magenta, PR122 DCL-1222 transparent, chromatic, yellow shade used in multiple ink 

applications Quinacridone ● ● ● ● ● 5 4-5 5 4-5 5 7-8 7-8 1.5 60

PR122 Quinacridone 
Magenta, PR122 DCL-1229 transparent, blue shade magenta used in multiple ink 

applications Quinacridone ● ● ● ● ● 5 4-5 5 4-5 5 6-7 6-7 1.5 48

PR144 Disazo Red, PR144 DCL-1144 semi-opaque, strong medium blue shade used in solvent flexo Disazo ○ ● ○ ○ ○ 5 4-5 5 4-5 5 7-8 7-8 1.5 45-55

PR146 Naphthol Red, PR146 DCL-1146 semi-transparent blue shade red with better fastness 
properties that PR57:1 Naphthol ● ● ● ○ ○ 5 4-5 5 4-5 4 5 7 1.4 55-65

PR146 Naphthol Red, PR146 DCL-CARMINE 
LBB transparent blue shade red with excellent gloss in solvent flexo Naphthol ○ ● ◒ ○ ○ 5 4-5 5 1-2 3-4 6 7 1.8 45

PR149 Perylene Red, PR149 DCL-1149 transparent, chromatic, blue shade red for solvent flexo Perylene ○ ● ○ ○ ○ 5 5 5 5 5 7-8 7-8 1.4 60

PR166 Disazo Scarlet, PR166 DCL-1166 transparent, yellow shade PR166, very good fastness 
properties for water flexo Disazo ● ● ● ● ○ 5 5 4-5 5 4-5 7-8 7-8 1.5 50-60

PR169 Rhodamine 6G, 
PR169 DCL-PINK FB transparent blue shade red basic dye copper ferrcyanide 

pigment used in water flexo, optimized flow properties   Rhodamine 6G ◒ ◒ ● ● ○ 4 3 3-4 2-3 1 5-6 5 1.5 42
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PR170 Naphthol Red, PR170 DCL-1070 opaque bright yellow shade red, improved lightfastness than 
DCL-1370 Naphthol AS ● ○ ● ● ● 5 4-5 5 4 4-5 7 6 1.4 40-45

PR170 Naphthol Red, PR170 DCL-1370 opaque bright yellow shade red with excellent full shade 
lightfastness for water flexo Naphthol AS ● ○ ● ● ● 5 4-5 5 4 4-5 7 6 1.4 40-45

PR170 Naphthol Red, PR170 DCL-1970-A opaque, bright blue shade red Naphthol AS ● ○ ● ● ● 5 4 5 3 4-5 6 5-6 1.6 33-38

PR170 Naphthol Red, PR170 DCL-2870 opaque, bright blue shade red Naphthol AS ● ○ ● ● ● 5 3 4 2 3 5 5 1.3 42

PR184 Naphthol Red, PR184 DCL-CARMINE 
6BL

transparent blue shade red with excellent gloss for water flexo 
& offset Naphthol ● ○ ● ○ ○ 5 3-4 3 2-3 3-4 6 5 0.8 45

PR184 Naphthol Red, PR184 DCL-CARMINE 
6NC

transparent blue shade red with excellent gloss for solvent 
flexo Naphthol ○ ● ○ ○ ○ 5 4-5 3 2-3 3-4 6 5 1.3 43

PR254 DPP Red, PR254 DCL-1354 opaque, chromatic, bright mid shade red, excellent fastness 
properties, yellower than 7254 DPP ● ● ● ◒ ○ 5 5 5 5 5 8 8 1.6 47-52

PR254 DPP Red, PR254 DCL-7254 opaque, chromatic, bright mid shade red excellent fastness 
properties DPP ● ● ● ◒ ○ 5 5 5 5 5 8 8 1.6 41

PR238 Naphthol Red, PR238 DCL-2938 transparent blue shade red for water flexo  Naphthol ◒ ○ ● ○ ○ 5 3 1 1 2 7 7 1.4 55

PV3 Methyl Violet, PV3 DCL-VIOLET 
MNC

transparent strong bright blue shade violet with superior gloss 
and flow properties in solvent flexo

Methyl Violet 
(PTMA) ● ● ○ ● ○ 5 2 4 1 2 5-6 6 1.8 60

PV19 Quinacridone Red 
Violet PV19 DCL-1219 transparent, chromatic, yellow shade gamma red, excellent 

durability properties  Quinacridone ● ● ● ● ● 5 4-5 5 4-5 5 7-8 7-8 1.5 34

PV19 DCL Quindo® Red 19 2280022 standard Quinacridone Red for use in spot colors or as needed 
for fastness. Quinacridone ◒ ● ◒ ● ● 5 5 5 4 5 7-8 7 1.49 45

PV19 Quinacridone Red 
Violet PV19 DCL-1419 transparent, chromatic, blue shade beta PV19 Quinacridone ● ● ● ● ● 5 4-5 5 4-5 5 7-8 7 1.5 50-60

PV19 DCL Quindo®  
Violet, 19 2281158 semi-opaque, chromatic, red shade beta PV19 Quinacridone ○ ● ● ● ◒ 5 4-5 5 4-5 5 7-8 7 1.53 45
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PV19 DCL Quindo®  
Violet, 19 2285199 general purpose semi opaque, chromatic, beta PV19 Quinacridone ○ ● ● ◒ ◒ 5 4-5 5 4-5 5 7-8 7 1.58 45

PV19 DCL Quindo®  
Violet, 19 2281129 semi-transparent, chromatic, red shade beta PV19 Quinacridone ○ ● ○ ● ● 5 3-4 4 4 5 7-8 7 1.48 55

PV23 Carbazole Violet, PV23 DCL-1233 transparent, bluish violet shade PV23 pigment, high durability 
properties Carbazole ○ ○ ● ● ○ 5 4-5 5 5 4-5 8 7-8 1.5 50-60

PV27 Carbazole Violet, PV23 DCL-1227 transparent bright blue shade violet used primarily in water 
flexo Carbazole ○ ○ ● ○ ○ 5 1 1 3 4 3 1 1.6 45-50

PB15 Phthalo Blue, PB15 DCL-5561 transparent, alpha crystal, red shade blue for water flexo Phthalocyanine ○ ○ ● ○ ○ 5 5 5 5 4 8 8 1.6 36

PB15 Phthalo Blue, PB15 DCL-5150 transparent, alpha crystal, red shade slightly redder and 
stronger versus 5561 Phthalocyanine ○ ○ ● ○ ○ 5 5 5 5 4 8 8 1.5 64

PB15:1 Phthalo Blue, PB15:1 DCL-5051 transparent, alpha crystal, red shade PB15:1 Phthalocyanine ○ ○ ● ○ ○ 5 5 5 5 4 8 8 1.6 36-43

PB15:3 Phthalo Blue, 15:3 DCL-8300P transparent, beta crystal, green shade PB15:3, very good 
dispersion properties Phthalocyanine ◒ ◒ ◒ ● ◒ 5 5 5 5 4 8 8 1.6 43-48

PB15:3 Phthalo Blue, 15:3 DCL-5577 transparent greenish blue shade developed specifically for 
water based applications Phthalocyanine ◒ ◒ ● ◒ ◒ 5 5 5 5 5 8 8 1.6 45-55

PB15:4 Phthalo Blue, 15:4 DCL-5154 transparent green shade NCNF grade used in solvent flexo and 
offset Phthalocyanine ● ● ○ ◒ ◒ 5 5 5 5 5 8 8 1.6 35-45

PB15:4 Phthalo Blue, 15:4 DCL-5454 transparent green shade NCNF grade used in multiple printing 
applications, including inkjet Phthalocyanine ● ● ○ ● ● 5 5 5 5 5 8 8 1.6 35-45

PB60 DCL Blue 60 A3R transparent, red shade blue used in multiple ink applications 
that require excellent durability Indanthrone ◒ ● ◒ ● ● 5 5 5 5 5 8 8 1.5 37
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PG7 Phthalo Green, PG7 DCL-3017-A transparent, strong medium shade green used primarily for 
water flerxo and UV systems Phthalocyanine ◒ ○ ● ● ◒ 5 5 5 5 5 8 8 2 32-37

PG7 Phthalo Green, PG7 DCL-3017-M transparent, strong medium shade green used primarily used 
for water flexo Phthalocyanine ○ ○ ● ○ ○ 5 5 5 5 5 8 8 2 32-37

PG7 Phthalo Green, PG7 DCL-3327 transparent, medium shade green with excellent rheology 
properties Phthalocyanine ● ● ● ● ○ 5 5 5 5 5 8 8 2.1 25-35

PG7 Phthalo Green, PG7 DCL-3777 transparent, blue shade green, highest tinting strength Phthalocyanine ● ● ● ● ● 5 5 5 5 5 8 8 2 27-32

PG36 Phthalo Green, PG36 DCL-3136 transparent, strong yellow shade, fully brominated PG7, 
excellent durability properties  Phthalocyanine ○ ○ ● ○ ○ 5 5 5 5 5 8 8 2.2 30-40
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