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As a leader in color pigments and dispersions for the coatings, plastics and ink industries 
worldwide, DCL Corporation is passionate about color. Thanks to the unparalleled heritage, 
customer service, and dedication of our legacy companies (Dominion Colour Corporation and 
LANSCO Colors), DCL invites the world to “See the Difference We Make.” 

Headquartered in Toronto, Canada, DCL Corporation operates five manufacturing facilities 
in Canada, the United Kingdom, and The Netherlands and multiple dedicated R&D centers 
around the globe. That means DCL Corporation is large enough to compete on a global stage 
by servicing multi-national customers while still being responsive to the needs of our small 
and medium-sized customers all over the world. We consistently go above and beyond to 
ensure each and every customer gets the pigment that matches their requirements.

At DCL, we’re more than just color. We’re committed to environmental, health and safety 
excellence for both our internal and external stakeholders. This stems from our focus on 100% 
customer satisfaction, innovation, and long-term sustainability. It’s what we like 
to call “the DCL difference.” We encourage you to see it for yourself.

ABOUT DCL CORPORATION 
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Yellow                  

1104 Hansa Yellow, PY.1                                     20 kg bag

Green shade semi-opaque yellow used primarily for 
architectural coatings applications.

1105 Hansa Yellow, PY.3                                     10 kg bag

Green shade semi-opaque yellow used primarily for 
architectural coatings applications.

2312 Diarylide Yellow, PY.12                               25 lb bag

Excellent value opaque AAA yellow.  Recommended for 
inks and coatings.

2413 Diarylide Yellow, PY.13                              25 kg bag

Stronger and slightly more lightfast than Yellow 12. 
Recommended  for water-based inks and selected 
interior coatings.

1232 Diarylide Yellow, PY.13                              20 kg bag

Mid-shade yellow shade pigment for use in all types of 
ink applications.

PY-126 Diarylide Yellow, PY.13                          20 kg bag

Slightly redder than 2413.  Recommended primarily for 
UV inks.

2114 Diarylide Yellow, PY.14                              20 kg bag

Semi-opaque AAOT Yellow.  Recommended for water 
flexo inks, PVC, and interior coatings.

1202 Diarylide Yellow, PY.14                              10 kg bag

Green shade semi-opaque yellow pigment used 
primarily in ink applications with minimal usage in 
industrial and powder coatings, and plastics.

2217 Diarylide Yellow, PY.17                              20 kg bag

Excellent value, clean, strong, green shade yellow.  
Recommended for water-based inks, coatings, and 
plastics applications.

1364 Azo Yellow, PY.62                                     10 kg bag

Medium to red shade yellow pigment for use in various 
plastics applications where very good dispersion, 
weatherfastness and heat stability are required. It can 
be used as a heavy metal free alternate to Medium 
Chrome Yellows.

1364P Azo Yellow, PY.62                                   10 kg bag

Mid-shade yellow pigment for use in various plastics 
applications where very good dispersion is required. It 
can be used as a heavy metal free alternative to Medium 
Chrome Yellow.

1365A Azo Yellow, PY.62                                   10 kg bag

Medium shade yellow pigment for use in various plastics, 
particularly film and fiber applications.  This product 
offers excellent dispersion, colour strength, chroma and 
in-plant processing.

2162 Metal Azo Yellow, PY.62                             25 kg bag

Heat stable, red shade.  Alternative to Diarylide Yellows.  
Recommended for plastics.

1462F Azo Yellow, PY.62                                   10 kg bag

The only PY.62 that is FDA compliant worldwide. It is 
a mid-shade yellow pigment for use in food packaging 
materials (FCN No. 607) where it can be used as a more 
economical alternative to PY.180 at levels not exceeding 
0.5% by weight under Conditions of Use A through H.

2665 Hansa Yellow, PY.65                                20 kg bag

Recommended for water, solvent-based, and industrial 
coatings applications.

2865 Hansa Yellow, PY.65                                 20 kg bag

Easy dispersing.  Noticeably greener and more opaque 
than the 2665. Recommended primarily for water-
based traffic paint applications.

1117 Monoazo Yellow, PY.65                              10 kg bag

Red shade yellow pigment with high opacity. 
Recommended for architectural coatings and road 
markings.
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Yellow (continued)

1121 Monoazo Yellow, PY.73                               10 kg bag

Green shade yellow mono azo pigment with good 
lightfastness in masstone and high transparency, 
primarily used for interior architectural coatings 
applications.

1120 Hansa Yellow, PY.74                                   10 kg bag

Green shade semi-opaque hansa yellow pigment with 
excellent chemical resistance. It is recommended for 
use in architectural and industrial coatings and solvent-
based ink applications.

1274 Hansa Yellow, PY.74                                  20 kg bag

2GX-70 type.  Lightfast, opaque Yellow 74.  
Recommended for inks and exterior coatings.

1274-C Hansa Yellow, PY.74                              20 kg bag

Green shade Hansa Yellow with good lightfastness 
and opacity. Recommended for use in exterior 
trade sales coatings, colorant systems and air-dry 
 industrial coatings. 

2574 Hansa Yellow, PY.74                                  25 kg bag

Transparent Yellow 74.  Recommended for water flexo, 
ink jet and solvent-based inks.

2874 Hansa Yellow, PY.74                                  25 kg bag

Excellent value.  Strong green shade.  Recommended 
for interior coatings, UV and water-based inks.

7074 Monoazo Yellow, PY.74                             10 kg bag

Opaque green shade mono azo yellow pigment. 
Recommended for architectural coatings applications.

7574 Monoazo Yellow, PY.74                               25 kg bag

Opaque green shade Hansa yellow pigment used mainly 
in architectural water and universal paints.

7774 Hansa Yellow, PY.74                              20 kg bag

7774 is a recrystallisation stable opaque green shade 
yellow pigment used in decorative
and industrial paints.

1112 Monoazo Yellow, PY.75                               10 kg bag

Red shade yellow primarily used in architectural paint 
applications.

1242 Diarylide Yellow, PY.83                             10 kg bag

Versatile semi-opaque red shade yellow pigment 
that can be used in various coatings, inks and plastic 
applications.

1243 Diarylide Yellow, PY.83                             20 kg bag

Red shade yellow diarylide pigment for use in ink 
applications. It is primarily used in nitrocellulose, 
polyamide and polyurethane solvent-based inks where 
high gloss, high transparency, very good lightfastness 
and good rheology are required.

1244 Diarylide Yellow, PY.83                             20 kg bag

1244 is a mid-shade yellow pigment that provides 
excellent gloss and transparency in solvent based 
packaging inks.

1245 Diarylide Yellow, PY.83                             20 kg bag

Primarily used in the road marking industry. It is a semi-
opaque red shade yellow pigment used in coatings, inks 
and plastics.

2283 Mono Azo, PY.83                            25 kg bag

HR-70 type.  Opaque, red shade yellow with good 
lightfastness.  Recommended for ink jet, UV inks, and 
industrial coatings applications.

2583 Diarylide Yellow, PY.83                            25 kg bag

Strong, red shade, general purpose yellow 83.  
Recommended for all applications.

2783P Diarylide Yellow, PY.83                          20 kg bag

Strong, bright red shade diarylide yellow with good 
lightfastness and bleed properties. Recommended for 
various plastics applications including PVC, LDPE, PUR, 
and Polystyrene.

Yellow 83P Diarylide Yellow, PY.83                  20 kg bag

Excellent gloss and transparency in solvent-based flexo 
inks.
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Yellow (continued)

Yellow HRO Diarylide Yellow, PY.83                 15 kg bag

Yellow HRO is an opaque, red shade Diarylide Yellow for 
coatings.  It is primarily used in general industrial paints 
where very good weatherfastness and solvent stability 
is required.

7093 Disazo Yellow, PY.93                             10 kg bag

Transparent green shade yellow pigment of exceptional 
color strength, purity, and dispersibility.  Recommended 
for water based inks and polyolefins, particularly where 
excellent lightfastness is required. 

7095 Disazo Yellow, PY.95                      10 kg bag

Mid shade yellow with outstanding strength. 
Recommended for toys and food packaging, plastics 
and select coatings and inks applications. FDA approved.

Yellow GPC Monoazo Yellow, PY.97                 20 kg bag

Bright green shade yellow pigment used in architectural 
water-based and general industrial paints. Yellow GPC 
is the highest solvent resistant Hansa Yellow.

7110 Isoindolinone Yellow, PY.110                     30 kg box

High performance red shade yellow pigment for use 
in high-end coatings applications.  It can be used in 
all coatings but is recommended for the highest end 
coatings applications where very good weatherfastness 
and heat stability are required.

7210 Isoindolinone Yellow, PY.110                   10 kg bags

High performance red shade yellow pigment for use in 
high-end industrial and automotive coating applications 
where excellent fastness properties are required.

7310 Isoindolinone Yellow, PY.110                    30 kg box

High performance red shade yellow pigment for use 
in high-end plastics applications where very good 
weatherfastness and heat stability are required.

2338 Quinophthalone Yellow, PY.138               20 kg bag

Green shade yellow with very good heat stability, light 
and weatherfastness.  Recommended primarily for 
plastics applications.  FDA approved.

2583 Quinophthalone Yellow, PY.138                20 kg bag

Opaque, green shade yellow with excellent light and 
weatherfastness. Greener than 2338. Recommended 
for coatings and inks applications. FDA approved.

7138 Quinophthalone Yellow, PY.138                20 kg bag

7138 is a high performance green shade yellow pigment 
for use in high-end coating applications where excellent 
weatherfastness is required.

7238 Quinophthalone Yellow, PY.138               20 kg bag

7238 is a high performance green shade yellow 
pigment used in many types of plastic applications 
where excellent heat stability and weatherfastness are 
required.

2139 Isoindoline Yellow, PY.139                         10 kg bag

Opaque, red shade PY 139.  Recommended for ink jet 
and UV inks and coatings applications.

7139 Isoindoline Yellow, PY.139                         10 kg bag

High-performance red shade yellow pigment for use 
in high-end industrial coating applications, including 
automotive finishes where excellent full shade 
weatherfastness is required.

2150 Azo Yellow, PY.150                                    10 kg bag

Transparent medium shade yellow with excellent 
lightfastness and heat stability.  Recommended 
primarily for plastics applications.

7151 Benzimidazolone Yellow, PY.151               20 kg bag

High-performance green shade yellow pigment for use 
in high-end coatings applications where very good 
weatherfastness and heat stability are required. It can 
be used as a higher performance alternative to Hansa 
and Diarylide pigments.

7251 Benzimidazolone Yellow, PY.151               20 kg bag

High-performance green shade yellow pigment for 
use in high-end coating applications where very good 
weatherfastness and heat stability are required. It has 
superior gloss retention, tinctorial strength and outdoor 
durability compared to 7151.
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Yellow (continued)

7351 Benzimidazolone Yellow, PY.151               20 kg bag

High-performance green shade yellow pigment for use 
in high-end coatings applications where outstanding 
colorfastness, weatherfastness and the highest 
requirements for gloss retention are required.

7751 Benzimidazolone Yellow, PY.151               20 kg bag

High performance green shade yellow with good gloss 
retention and improved weatherfastness, & higher 
tinting strength compared to pre-existing PY.151’s. 
Recommended for solvent-based architectural,  general 
industrial, automotive & powder coatings applications.

1252EE Diarylide Yellow, PY.152                       20 kg bag

Bright red shade yellow with exceptional hiding power. 
Its high hiding power coupled with high tinting strength 
and relatively low cost provides superior value in use to 
lower the costs of formulation.

7154 Benzimidazolone Yellow, PY.154             20 kg bag

High-performance green shade yellow pigment for 
use in high-end coatings applications where excellent 
resistance to heat, chemicals and weatherfastness are 
required.

7754 Benzimidazolone Yellow, PY.154             20 kg bag

High-performance green shade yellow pigment that is 
slightly greener than 7154 for use in high-end coatings 
applications where excellent resistance to heat, 
chemicals and weatherfastness are required.

7854 Benzimidazolone Yellow, PY.154               20 kg bag 

High performance green shade yellow pigment for use 
in high-end coatings applications.  It is similar in shade 
to 7154 and was developed to have enhanced rheology 
and low foam generation to support high mill base  
loadings in aqueous and solvent-based systems.

7155 Disazo Yellow, PY.155                                10 kg bag

Green shade yellow pigment for use in 
high-end plastics applications typically fibers and 
injection molding. It is a non-DCB replacement for 
diarylide yellows, stronger alternative to metal azos and 
a lead chrome alternative.

1368 Azo Yellow, PY.168                                    10 kg bag

Clean green shade yellow pigment for use in various 
plastics applications where very good weatherfastness 
and heat stability are required. It can be used as a heavy 
metal free alternate to Lemon Chrome Yellows.

1368P Azo Yellow, PY.168                                  10 kg bag

Green shade yellow pigment for use in various plastics 
applications where very good dispersion is required. It 
can be used as a heavy metal free alternative to Lemon 
Chrome Yellow.

2168-CA Azo Yellow, PY.168                                10 kg bag

Heat stable green shade yellow.  Alternative to diarylide 
yellows.  Recommended for plastics.

2180 Benzimidazolone Yellow, PY.180               25 kg bag

Non-warping green shade yellow with excellent heat 
stability.  Recommended for ink jet, UV inks, and plastics 
applications. FDA approved.

2280 Benzimidazolone Yellow, PY.180             25 kg bag

Non-warping green shade yellow with excellent 
heat stability. Recommended primarily for plastics 
applications.  FDA approved.

7180 Benzimidazolone Yellow, PY.180              10 kg bag

High-performance green shade yellow pigment used 
in high-end plastic applications where very good 
dispersion and heat stability is required. FDA approved 
(Section 178.3297).

7380 Benzimidazolone Yellow, PY.180             10 kg bag

High-performance green shade yellow pigment that is 
cleaner in shade than 7180 with improved dispersibility & 
tinting strength used in high-quality plastic applications 
where very good dispersion and high heat stability are 
required. FDA approved (Section 178.3297).
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Yellow (continued)

2181 Benzimidazolone Yellow, PY.181                10 kg bag

Red shade, non-warping with excellent heat stability.  
Recommended for industrial coatings, inks, and plastics 
applications.  FDA approved.

2183-A Azo Yellow, PY.183                                 10 kg bag

Non-warping red shade yellow with excellent heat 
stability. Recommended for plastics and powder 
coatings applications.  FDA approved.

7183 Azo Yellow, PY.183                                    10 kg bag

Red shade yellow pigment FDA compliant for use in 
food packaging materials. It is also suitable for plastics 
applications where very good heat stability is required.

7183XS Azo Yellow, PY.183                                10 kg bag

Red shade yellow pigment with a significant strength 
advantage over 7183 that is approved for use in food 
packaging materials. It is also suitable for plastics 
applications where very good heat stability and 
weatherfastness are required. FDA approved (Section 
178.3297).

2191 Azo Yellow, PY.191                                     20 kg bag

Red shade, non-warping yellow with excellent 
heat stability.  Recommended primarily for plastics 
applications. FDA approved.
                 
7191 Azo Yellow, PY.191                                      10 kg bag

Non-warping, high-performance red shade yellow 
pigment that is greener in shade & stronger than 
7391 used in many types of plastic applications where 
excellent heat stability and resistance properties are 
required. FDA approved (Section 178.3297).

7194 Benzimidazolone Yellow, PY.194              10 kg bag

High-performance green shade yellow pigment for use 
in architectural, general industrial, and powder coatings 
applications.

7294 Benzimidazolone Yellow, PY.194              10 kg bag

7294 is a high performance bright green shade yellow 
pigment for use in general industrial and decorative 
paint applications.

Orange

                  
06-905 DNA Orange, PO.5                              20 kg bag

Good lightfastness in deep shades. Recommended for 
coatings,  water flexo inks, UV and water-based inks.

2113 Pyrazolone Orange, PO.13                          25 kg bag

Excellent value, clean bright orange. Recommended for 
UV and water based inks, coatings, and plastics.

Orange GX Pyrazolone Orange, PO.13             10 kg bag

Red shade orange pigment commonly used in offset 
and aqueous inks.

1816 Dianisidine Orange, PO.16                        20 kg bag

1816 is a yellow shade pigment for use in plastics 
applications. It is redder and less chromatic than 2316. 
It can also be used in powder coatings as lead-free 
alternative to molybdate orange.

1334 Opaque Orange, PO.34                              15 kg bag

Opaque, improved viscosity Orange 34.  Recommended 
for industrial coatings and UV ink applications.

1634 Diarylide Orange, PO.34                      25 kg bag

Excellent value semi-transparent orange. Recommended 
for solvent-based and water-based inks, coatings, and 
plastics.

1834 Pyrazolone Orange, PO.34                      20 kg bag

1834 is recommended for ink applications, and it is 
redder and less chromatic than 1634. It is designed 
for use in nitrocellulose, polyamide and polyurethane 
solvent-based inks where high transparency and gloss 
are required. It also offers low rheology, high tinctorial 
strength, good lightfastness and good resistance to 
organic solvents.

7034 Pyrazolone Orange, PO.34                      15 kg bag

7034 is an opaque yellow shade orange pigment. It is 
used in a variety of architectural, industrial and powder 
coating  systems.
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Orange (continued)

             
Orange Y2G Pyrazolone Orange, PO.34          10 kg bag

Excellent all-round properties used mainly in offset, 
aqueous and UV inks, and aqueous architectural 
coatings. Y2G can also be used in certain polyolefin-
based plastic applications.

7036 Benzimidazolone Orange, PO.36            10 kg bag

7036 is a red shade orange pigment, as is typical with 
PO.36, it is less chromatic than other organic oranges. 
It is recommended for coatings applications where very 
good weatherfastness and heat stability are required. 
It is a very cost-effective lead-free alternative to 
molybdate orange.

7136 Benzimidazolone Orange, PO.36             10 kg bag

7136 is a red shade orange pigment, as is typical with 
PO.36, it is less chromatic than other organic oranges. For 
coatings applications where excellent weatherfastness, 
heat stability, chemical resistance is required.

7336 Benzimidazolone Orange, PO.36            10 kg bag

7336 is a high-performance, red shade orange pigment. 
As is typical with PO.36, it is less chromatic than 
other organic oranges. Pigment has low foaming and 
improved rheology that is similar in shade to 7136 for 
use in the highest end coatings applications where 
excellent weatherfastness, heat stability, chemical 
resistance is required.

1564 Azo Orange, PO.64                                     10 kg bag

1564 is an opaque, reddish shade orange that is bright 
in chroma with very good light, weatherfastness and 
heat resistance characteristics. FDA approved

7064 Benzimidazolone Orange, PO.64           20 kg bag

High-performance clean yellow shade orange pigment 
for use in high-end plastics. It can be used in all plastics 
but is recommended in applications where excellent 
heat stability and tinctorial strength are required. FDA 
approved (Section 178.3297).

7065 Benzimidazolone Orange, PO.64           20 kg bag

High-performance yellow shade orange pigment that 
is redder in shade compared to 7064 and is used in 
many types of plastic applications where excellent heat 
stability and resistance properties are required.7065 
is also recommended for use in packaging inks. FDA 
approved (Section 178.3297).

1073-A DPP Orange, PO.73                              10 kg bag

Opaque medium shade with very good light and 
chemical resistance.  Recommended for plastics, inks, 
and coatings applications

Red                     

2222 Toluidine Red, PR.3                                  10 kg bag

The same shade properties as 2220 however it is 
a stir-in grade. Recommended for solvent-based 
architectural & industrial coatings applications.

2254 Toluidine Red, PR.3                                  10 kg bag

Medium shade toluidine pigment with  stir-in capabilities. 
Recommended for solvent-based architectural 
& industrial coatings applications.

032-185 Toluidine Red, PR.3                               25 kg bag

RNC Type. Yellowest shade toluidine red. Recommended 
for water based inks and coatings applications.

CARMINEB Naphthol Red, PR.5                       10 kg bag

Bright blue shade red used primarily in offset 
and water-based inks.

1219 Quinacridone Red Violet, PV.19                20 kg bag

E5B type.  Gamma crystal form, bright, yellow-shade 
quinacridone offering excellent overall properties.  
Recommended for inks, coatings, and plastics.  FDA 
approved.

1419 Quinacridone Violet, PV.19                       25 kg bag

Beta crystal form, blue shade Violet 19 offering excellent 
overall properties.  Recommended for inks, coatings, 
and plastics.  FDA approved.
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Red (continued)

7019 Quinacridone Red Violet, PV.19               20 kg bag

High-performance blue shade red pigment.  It can 
be used in all coatings but is recommended for the 
applications where excellent weatherfastness and 
solvent resistance are required.  It is used particularly 
for premier-grade industrial, automotive refinish and 
coil coatings.

2782 Metal Azo Red, PR.48:1                           20 kg bag

Yellow shade barium 2B red pigment with excellent heat 
resistance in polyolefin-based plastics applications.

2783 Metal Azo Red, PR.48:1                           20 kg bag

Yellow shade red monoazo pigment for use in ink 
applications. It is primarily used in nitrocellulose, 
polyamide and polyurethane solvent-based inks where 
very good gloss, transparency, and rheology are 
required.

1282 2B Red, PR.48:2                                          25 kg bag

Recommended for plastics.

1482 2B Red, PR.48:2                                        25 kg bag

Excellent value 2B Red with good properties. 
Recommended for inks and interior coatings.

2748 Monoazo Metal Lake, PR.48:2                 10 kg bag

Blue shade red pigment primarily for interior plastic 
applications.

2747S Metal Azo Red, PR.48:2                         20 kg bag

Blue shade red (PR.48:2) pigment that is recommended 
for solvent-based and offset inks.

2753 2B Red, PR.48:3                                        10 kg box           
Mid-shade red pigment primarily for interior applications 
that has excellent dispersibility.

1403B 2B Red, PR.48:3                                     10 kg bag

Yellow shade 48:3 strontium salt.  An alternative to 
Barium Lithol pigments with good wax bleed resistance.  
Yellower than Red 48:2.
                      

2792 Metal Azo Red, PR.48:4                          20 kg bag

Blue shade red pigment that has very good heat 
stability and is recommended for industrial coatings 
applications.

1522 Bon Maroon, PR.52:2                                  10 kg bag

Maroon shade red pigment.  Recommended primarily 
for industrial coatings.

6005 Bon Maroon, PR.52:2                              20 kg bag

Blue shade red pigment with very good weatherfastness 
in full shades and is typically used in general industrial 
coatings.

1353 Red Lake C, PR.53:1                                  25 kg bag

Yellowest Red Lake C in our line.  Recommended for 
plastics and printing inks.

PR-215 Red Lake C, PR.53:1                              20 kg bag

Slightly bluer and stronger than 1353.  Recommended 
primarily for water and UV inks.

1557 Lithol Rubine, PR.57:1                               25 kg bag

A general purpose Lithol Rubine.

2733 Lithol Rubine, PR.57:1                               10 kg bag

Lithol rubine pigment used in polyolefin-based plastics, 
and water-based ink applications.

2734 Lithol Rubine,, PR.57:1                     20 kg bag

Blue shade red pigment primarily for interior plastic 
applications.

PR-205 Lithol Rubine, PR.57:1                           25 lb bag

Yellowest, most opaque type.  Recommended for inks 
and plastics.

PR-289 Lithol Rubine, PR.57:1 BS                     50 lb bag

Bluest, most transparent type with exceptional heat 
and water stability.  Recommended for all ink systems.

1060 Azo Red, PR.60:1                                       20 kg bag

Semi-transparent scarlet shade with high tint strength. 
Recommended primarily for plastics.
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Red (continued)

Pink ALP Rhodamine Y, PR.81:5                       20 kg bag

Blue shade basic dye pigment with high gloss and 
transparency used primarily for solvent-based and 
offset inks.

MADDERCLDX Alizarine Red, PR.83               20 kg bag

Madder Lake CLDX is a bright blue shade red pigment 
used primarily for offset inks.

1812 Naphthol Red, PR.112                                25 kg bag

Medium yellow shade. Recommended primarily for 
coatings and inks.

2912 Naphthol Red, PR.112                               20 kg bag

Brilliant medium red shade pigment for use in coatings 
applications. It is recommended in applications where 
heat stability, weatherfastness (in masstone), solvent 
and chemical resistance are required. 2912 can replace 
Toluidine Red in more demanding applications.

1222 Quinacridone Magenta, PR.122                25 kg bag

Yellow shade.  Recommended for all applications.

1229 Quinacridone Magenta, PR.122                20 kg bag

Blue shade.  Recommended for all applications.

7222 Quinacridone Red, PR.122                   20 kg bag

7222 is a blue shade red pigment for use in coatings, 
inks and plastic applications. FDA Approved.

7322 Quinacridone Magenta, PR.122                 20 kg bag

7322 is a blue shade red pigment used in high-end 
coating applications. 7322 is also used in ink and plastic 
applications.

Quindo® 228-0013 Quinacridone Magenta, PR.122          
 20 kg bag

Market standard Quinacridone magenta for plastics. 
General purpose pigment for inks and coatings. It has 
high strength, good dispersion and heat stability. FDA 
approved. 

SunPlast® G 228-8655 Quinacridone Magenta, PR.122                  
 20 kg fiber bag

Quinacridone, granules – Easy dispersing, low dusting. 
Bluer vs. 228-0013. FDA approved.

SunPlast® G 228-0131 Quinacridone Magenta, PR.122                 
 20 kg fiber bag

Quinacridone, granules – this low dusting, easy 
dispersing, high chroma code is the industry standard 
for large runs of SPD and matched color for fiber and 
film. Also used for powder coatings. FDA approved.

Quindo® 228-0066 Quinacridone Magenta, PR.122                  
 20 kg bag

Semi Opaque, general purpose for all coating 
applications.

Quindo® 228-6828 Quinacridone Magenta, PR.122                 
 20 kg bag

Trace bluer than 228-0066, general purpose for all 
coating applications.

Quindo® 228-6832 Quinacridone Magenta, PR.122                  
 20 kg bag

Transparent and very clean yellow shade magenta 122.

Quindo® 228-6883 Quinacridone Magenta, PR.122                  
 20 kg bag

Rheology optimized, semi opaque magenta 122. MTO 3 
ton MOQ.

Quindo® 228-3122 Quinacridone Magenta, PR.122                 
 20 kg bag

New high transparent, extremely clean, strong yellow 
magenta 122.

1144 Disazo Red, PR.144                                  10 kg bag

Medium blue shade with excellent heat stability and 
lightfastness.  Recommended primarily for plastics.

1146 Naphthol Red, PR.146                               25 kg bag

Bluer shade Naphthol.  Recommended for coatings.

Carmine LBB Naphthol Red, PR.146                 10 kg bag                     
Blue shade Naphthol Red, which provides excellent 
gloss and transparency for solvent.
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Red (continued)

1149 Perylene Red, PR.149                                20 kg box

Transparent, somewhat blue shade with excellent 
properties.  Recommended for higher quality applications 
in plastics, coatings and printing inks.

1166 Disazo Scarlet, PR.166                              25 kg bag

Transparent yellow shade red with excellent heat stability 
and very good fastness properties.  Recommended for 
all applications.

7168 Anthanthrone Red, PR.168                       15 kg bag

High-performance bright yellow shade red pigment for 
use in high-end industrial coating applications, including 
automotive finishes where excellent weatherfastness 
and heat stability are required.

Pink FB Rhodamine 6G, PR.169                       20 kg bag

Blue shade red copper ferrocyanide pigment for use 
in ink applications.  It is primarily used in aqueous 
flexographic printing inks where it provides excellent 
flow stability.

1070 Naphthol Red, PR.170                              25 kg bag

F2RK type.  Slightly yellower and cleaner than 1370 with 
a slight improvement in lightfastness.  Recommended 
for higher quality industrial applications.

1370 Naphthol Red, PR.170                               25 kg bag

F3RK-70 type. Yellower, more opaque Red 170 type.  
Recommended for industrial coatings, inks, and plastics.

2870 Naphthol Red, PR.170                             20 kg bag

Naphthol red pigment that exhibits good heat 
and chemical resistance. Mostly recommended for 
architectural and industrial coatings applications.

7170 Naphthol Red, PR.170                              25 kg bag

Yellow shade red pigment for use in plastics applications 
where very good heat stability and weatherfastness  
are required.

7470 Naphthol Red, PR.170                              25 kg bag

High-performance bright yellow shade red pigment for 
use in high-end coating applications. It is used where 
excellent heat stability, very good weatherfastness (full 
shade only) are required.

1970-A Naphthol Red, PR.170                           25 kg bag

F5RK-A type.  Medium blue shade Red 170 type.  
Recommended for industrial coatings, inks, and plastics.

1176 Benzimidazolone Red, PR.176                   20 kg bag

Transparent, bright blue shade red with good 
lightfastness.  Recommended for high quality inks, 
plastics, and coatings.

1177 Anthraquinone Red, PR.177                      20 kg bag

Blue shade red.  Recommended for higher quality 
industrial coatings and plastics applications.

1179 Perylene Red, PR.179                                25 kg bag

Semi-transparent maroon shade. Recommended 
for higher quality industrial coatings and plastics 
applications.

Perrindo® 229-6436 Perylene Maroon, PR.179                 
20 kg bag

A general purpose Lithol Rubine.

Perrindo® 229-6438 Perylene Maroon, PR.179                  
20 kg bag

Transparent, clean yellow mid shade PR.179, optimized 
for easier grinding in waterborne systems, for all kind of 
coating applications.

Perrindo® 229-6440 Perylene Maroon, PR.179                 
20 kg bag

Transparent yellow mid shade PR.179 for automotive.

Perrindo® 229-6442 Perylene Maroon, PR.179              
20 kg bag

Optimized in dispersibility, transparent yellow shade 
PR.179 for automotive.
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Red (continued)

Perrindo® 229-8765 Perylene Maroon, PR.179                 
20 kg fiber bag

Ultra-transparent, yellow shade, easily dispersible in 
waterborne automotive systems

Perrindo® 229-8801 Perylene Maroon, PR.179                 
20 kg fiber bag

Most blue shade PR.179, very transparent for water and 
solvent based automotive systems.

Perrindo® 229-8834 Perylene Maroon, PR.179                
20 kg fiber bag

Most chromatic yellowish shade PR.179, very transparent 
for water and solvent based automotive systems.

Sunbrite® 234-0188 Naphthol Red, PR.188           20 kg bag

Opaque Yellow Shade Naphthol AS Pigment for 
decorative coating systems.

1184 Naphthol Red, PR.184                                10 kg bag

Blue shade red.  Recommended for water-based ink 
and coating applications.

Carmine 6BL Naphthol Red, PR.184                 10 kg bag

Blue-shade Naphthol Red, which provides good gloss 
and transparency for solvent-based and offset inks.

2188 Naphthol Red, PR.188                               10 kg bag

Yellow shade red.  Recommended primarily for trade 
sales and general industrial coatings applications.

Quindo® 228-6725 Quinacridone Magenta, PR.202              
 20 kg bag

With a large opaque particles size, this code has 
exceptional heat and light fastness. It finds use in 
the most critical plastics, coatings and solvent ink 
applications. FDA approved.  

Quindo® 228-6843 Quinacridone Magenta, PR.202              
 20 kg bag

High transparent red 202 for automotive coating 
applications.

SunPlast® G 228-6864 Quinacridone Magenta, PR.202              
 20 kg fiber bag

Quinacridone, granules – this low dusting, easy 
dispersing code with high heat fastness is used in 
injection molded engineering polymers and fibers.  FDA 
approved.

Quindo® 228-6853 Quinacridone Magenta, PR.202              
 20 kg bag

A clean, transparent PR.202 which is mainly used in 
OEM and refinish, slightly higher in Chroma vs- 6843

Quindo® 228-6873 Quinacridone Magenta, PR.202            
 20 kg bag

High transparent, rheology optimized red 202 for 
automotive applications.

Perrindo® 229-6420 Perylene Red, PR.224          20 kg bag

High transparent and very chromatic, yellow-shade Red 
224 for solvent based automotive coating applications.

1254 DPP Red, PR.254                                      10 kg bag

BO type.  Bright medium shade red.  Recommended for 
high performance coatings.  FDA approved.

1354 DPP Red, PR.254                                      10 kg bag

2030 type.  Bright, medium shade red stronger and 
yellower than 1254.  Recommended primarily for plastics 
and powder coatings.  FDA approved.

7254 DPP Red, PR.254                                     30 kg bag

High-performance mid shade red pigment for use 
in high-end coatings applications. It can be used in 
all coatings but is recommended for the highest end 
applications where excellent weatherability, heat 
stability, and solvent resistance are required. 7254 is 
also used in high-end plastic applications.

7354 DPP Red, PR.254                                     20 kg bag

High-performance yellow shade red pigment for use 
in high-end plastics applications where excellent heat 
stability, weatherfastness and chemical resistance are 
required.  It offers high saturation and very good opacity.  
7354 is also used in a variety of coatings applications.
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Blue                

5561 Phthalocyanine Blue, PB.15:0                   25 kg bag

Red shade, crystallizing, easy dispersing.  Recommended 
for water-based ink and plastic applications. FDA 
approved.

5051 Phthalo Blue, PB.15:0, PB.15:1                    15 kg bag

Red shade, non-crystallizing. Slightly redder than 5251. 
FDA approved.

5251 Phthalocyanine Blue, PB.15:1                    10 kg bag

Red shade, non-crystallizing. Higher heat stability than 
5051. Recommended for plastics. 
FDA approved.

5452 Phthalocyanine Blue, PB.15:2                  25 kg bag

Red shade NCNF grade. Slightly greener than 8200. 
Recommended primarily for coatings.  FDA approved.

8200 Phthalocyanine Blue, PB.15:2                  25 kg bag

Red shade NCNF grade. Recommended primarily for 
coatings.  Slightly redder than 5452.  FDA approved.

3153 Phthalocyanine Blue, PB.15:3                   20 kg bag

Used in high-quality coatings applications. It has 
excellent performance attributes including, color 
strength, heat stability, light and weatherfastness and 
chemical resistance.

5090 Phthalocyanine Blue, PB.15:3                 25 kg bag

Easy-to-disperse, economical green shade 
phthalocyanine blue for various coatings applications.  
FDA Approved (Section 178.3297).

5093 Phthalocyanine Blue, PB.15:3                  25 kg bag

High quality, low cost, green shade phthalocyanine blue 
recommended for plastics and powder coatings.  FDA 
approved.

8300P Phthalocyanine Blue, PB.15:3               25 kg bag

Easy to disperse for plastics and powder coatings. 
Higher heat stability. FDA approved.

5154 Phthalocyanine Blue, PB.15:4                   25 kg bag

Green shade NCNF grade. Recommended for coatings. 
FDA approved.

5454 Phthalocyanine Blue, PB.15:4                 20 kg bag

Transparent, green shade NCNF grade. Recommended 
for ink jet, UV, solvent ink, and coatings applications. 
FDA approved.

A2RU Indanthrone Blue, PB.60                       20 kg bag

Greener in shade than A3R/A3RN. A2RU is a highly 
chromatic blue that combines very good tinctorial 
properties with excellent fastness to light, weather, 
chemical and solvents. A2RU is an extremely transparent 
blue that has superior tinting strength compared to 
A3RN and is suitable for special effect shades. A2RU 
is primarily recommended for both water and solvent-
based automotive coatings due to its reduced flop and 
enhanced durability.

A2RX Indanthrone Blue, PB.60                        20 kg box

Reddest shade Indanthrone blue available. A2RX is 
a highly saturated blue that combines outstanding 
tinctorial properties with excellent fastness to light, 
weather, chemical and solvents. A2RX is an exceedingly 
transparent blue suitable for special effect shades and is 
primarily recommended for solvent-based automotive 
coatings, due to its reduced flop and excellent resistance 
properties.

A3R Indanthrone Blue, PB.60                          20 kg bag

Red shade Indanthrone blue. A3R is a highly saturated 
blue that combines very good tinctorial properties 
with excellent fastness to light, weather, chemical and 
solvents. A3R is a highly transparent blue suitable 
for opaque and effect shades and is used in high-
performance coatings, plastics and ink applications.

A3RJ Indanthrone Blue, PB.60                        20 kg bag

Strong red shade, highly saturated blue pigment that 
combines very good tinctorial properties with excellent 
fastness to light, weather, chemical and solvents.

A3RN Indanthrone Blue, PB.60                       20 kg bag

Red shade, highly saturated blue that combines very 
good tinctorial properties with excellent fastness to 
light, weather, chemical and solvents. A3RN is slightly 
stronger than A3R, and is a highly transparent blue 
suitable for use in the highest quality coatings, especially 
in metallic special effect finishes, and ink applications.
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Green          
            
3327 Phthalocyanine Green, PG.7                    25 kg bag

Medium shade phthalo green that is recommended for 
all applications. Excellent rheology can be observed in 
some solvent systems in comparison to other phthalo 
greens. 

3777 Phthalocyanine Green, PG.7                    25 kg bag

Strong, very blue shade, easiest dispersing in plastics, 
coatings, and water flexo inks.  Recommended for all 
applications. FDA approved.

4407 Phthalocyanine Green, PG.7                   25 kg bag

Yellow shade green pigment for use in high-quality 
coatings applications. It has excellent performance 
properties including, colour strength, heat stability, 
weatherfastness and chemical resistance.

4427 Phthalocyanine Green, PG.7                   25 kg bag

High-performance green with excellent resistance 
properties that is compatible with several plastic resin 
systems such as polyolefins, PVC, ABS, PC, Rubber, 
PUR, PMMA & PS.

3017-A Phthalocyanine Green, PG.7                25 kg bag

Excellent value.  Strong, medium shade.  Recommended 
for all applications. FDA approved.

3017-M Phthalocyanine Green, PG.7                25 kg bag

Lower cost than all other Green 7 products.  Similar 
shade as 3017-A. Recommended for water-based 
dispersions and inks.

3136 Phthalocyanine Green, PG.36                  10 kg bag

Fully brominated yellow shade Green 36.  Recommended 
for use in all applications.

Violet                       

Violet MNC Methyl Violet, PV.3                        20 kg bag

Bright blue shade, strong, Methyl Violet noted for its 
transparency, gloss and flow in solvent-based liquid 
inks.

Quindo® 228-0022 Quinacridone Red PV.19       20 kg bag

Market leading Quinacridone red. It offers excellent 
heat stability, light fastness and dispersion needed for 
your plastics applications. Standard Quinacridone Red 
for use in spot colors or as needed for fastness. FDA 
approved. 

Quindo® 228-0044 Quinacridone Red PV.19      20 kg bag

Slightly brighter in masstone as compared to 228-0022. 
Unlike many bright masstone Quinacridones this code 
maintains excellent tint strength. FDA approved.

SunPlast® G 228-8673 (Granule) Quinacridone Red 
PV.19              20 kg fiber bag

Low dusting, easy dispersing and has low FPV. Perfect 
for fiber or thin cross-section applications. FDA 
approved.

Quindo® 228-5199 Quinacridone Violet PV.19               
20 kg bag

Market leading, clean, blue-shade Quinacridone 
Pigment Violet 19 with excellent overall properties for 
plastics and can be used in both solvent and water inks. 
FDA approved. 

Quindo® 228-1158 Quinacridone Violet PV.19       20 kg bag

Meets all the requirements for plastics, coatings, and 
water and solvent ink applications. It is slightly less red 
vs. 228-5199.  FDA approved.

SunPlast® G 228-0933 Quinacridone Violet PV.19            
 20 kg fiber bag

This is a Quinacridone granule for plastics and powder 
coatings. It is low dusting, easy dispersing and has low 
FPV - soft & red vs. 228-5199. FDA approved.

Quindo® 228-6902 Quinacridone Violet PV.19               
20 kg bag

General purpose for automotive applications.

1219 Quinacridone Red Violet, PV.19                20 kg bag

Gamma crystal form, bright, yellow-shade quinacridone 
offering excellent overall properties.  FDA approved.
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Violet                       

1419 Quinacridone Red Violet, PV.19                25 kg bag

Beta crystal form, blue shade Violet 19 offering excellent 
overall properties.  FDA approved.

3123 Carbazole Violet, PV.23                           20 kg bag

High-performance blue shade carbazole violet 
pigment for used in solvent-based ink applications. It 
has excellent gloss, transparency, colour strength and 
rheology in polyamide and nitrocellulose inks.

3223 Carbazole Violet, PV.23                            15 kg bag

High-performance blue shade violet pigment for use 
in high-end coatings applications.  It can be used in 
all coatings but is recommended for the highest end 
coatings applications where excellent weatherfastness, 
heat stability and tinctorial strength are required.

1227 Methyl Violet, PV.27                                  25 kg bag

Recommended primarily for water-based inks.

1029 Perylene Violet, PV.29                            25 kg drum

High-performance pigment that is a reddish maroon 
shade with high tint strength.  Recommended primarily 
for plastics and high performance coating applications.  
FDA approved.

Perrindo® 229-4050 Perylene Violet, PV.29  
20 kg bag

The standard plastics grade PV.29 and transparent 
violet Perylene for all coating applications. This code 
provides a deep violet shade with properties enabling 
coloring of nylon and polyester.

Quindo® 228-6782 Quinacridone Violet, PV.55              
20 kg bag

words go hereExtreme clean blue shade quinacridone, 
very transparent, excellent light fastness and optimized 
rheology vs. PV.19

Quindo® 228-6811 Quinacridone Violet, PV.55                
20 kg bag

Red shade PV.55, very transparent, excellent light 
fastness, and optimized rheology vs. PV.19.

Bismuth Vanadate

            
2093 Bismuth Vanadate, PY.184                       25 kg bag

Bright green shade yellow pigment with high 
colour strength and opacity. It exhibits very good 
weatherfastness and is used primarily in industrial and 
decorative paint applications.

2094 Bismuth Vanadate, PY.184                       25 kg bag

Bright green shade yellow pigment with higher colour 
strength versus traditional grades and very good 
durability properties. 2094 is used primarily in industrial 
and decorative paint applications..

2096 Bismuth Vanadate, PY.184                       25 kg bag

Bright, green shade yellow pigment with high gloss 
and opacity versus traditional grades and very good 
durability properties. It is especially suitable for 
decorative, industrial and powder coating applications.

2097 Bismuth Vanadate, PY.184                       25 kg bag

Very green shade yellow pigment with high gloss 
and opacity versus traditional grades and very good 
durability properties. It is especially suitable for 
decorative, industrial and powder coating applications.

2100 Bismuth Vanadate, PY.184                   25 kg bag

2100 is a very green shade yellow pigment.  2100 
exhibits very good weatherfastness and is designed for 
use in high-end coating applications.

4GMX Bismuth Vanadate, PY.184                    25 kg bag

Very green shade yellow pigment with higher colour 
strength, gloss and opacity versus traditional grades 
and with very good durability properties. 4GMX is 
especially suitable for industrial and decorative paint 
applications.

14247 Bismuth Vanadate, PY.184                      25 kg bag

Green shade yellow pigment with excellent heat and 
chemical resistance properties. It is recommended for 
use in high-grade industrial and automotive paints 
where excellent light and weatherfastness is required.
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Bismuth Vanadate (continued)

2GLMA Bismuth Vanadate, PY.184                   25 kg bag

Green shade yellow pigment with excellent heat stability 
and weatherfastness. 2GLMA features high saturation 
and opacity and is recommended for many paint and 
plastic applications. The 1st choice for polyolefins due 
to it being non-warping in HDPE and having excellent 
resistance properties.

2GTA Bismuth Vanadate, PY.184                      25 kg bag

Green shade yellow pigment with excellent alkaline 
stability, weatherfastness, heat stability, high saturation, 
high opacity and good including most demanding 
engineering plastics.

2GTAA Bismuth Vanadate, PY.184                       25 kg bag

2GTAA is a green shade yellow pigment with exceptional 
alkaline stability, weatherfastness, heat stability, high 
saturation and high opacity. It is especially optimized 
for extreme alkaline stability and thus recommended for 
high alkaline substrates and alkaline containing systems 
like silicate plasters and stuccos.

2GTI Bismuth Vanadate, PY.184                          25 kg bag

2GTI is a green shade yellow plastic grade pigment 
with excellent heat stability. It has outstanding fastness 
properties and is especially designed for the most 
demanding engineering plastics, where 2GTI is the 1st 
choice due to its high temperature resistance up to 
320˚C. 2GTI is boric-acid free.

2GTM Bismuth Vanadate, PY.184                        25 kg bag

2GTM is a green shade yellow plastic grade pigment 
with excellent heat stability. It has outstanding fastness 
properties and is used in many polymers including most 
demanding engineering plastics.

2GTS Bismuth Vanadate, PY.184                       25 kg bag

Clean green shade yellow plastic grade pigment with 
high colour strength and saturation. It is particularly 
suitable for use in polyamide and engineering plastics 
due to its excellent heat stability.

3GLM Bismuth Vanadate, PY.184                      25 kg bag

Brilliant green shade yellow pigment with high 
colour strength and opacity. It exhibits excellent 
weatherfastness and is recommended for use in 
automotive and high-grade industrial paints.

3GMX Bismuth Vanadate, PY.184                     25 kg bag

Bright, green shade yellow pigment with the highest 
colour strength, gloss and opacity versus traditional 
grades and with very good durability properties. 3GMX 
is especially suitable for industrial and decorative paint 
applications and can also be used in automotive paint.

3GMXA Bismuth Vanadate, PY.184                25 kg bag

3GMXA is a green shade yellow pigment designed to 
possess outstanding alkaline stability, weatherfastness, 
heat stability, high saturation and high opacity. 3GMXA 
gives the best combination of high color strength and 
alkaline stability and is especially developed for high 
alkaline substrates and alkaline containing systems like 
silicate plasters and stuccos.

3GMX-SI Bismuth Vanadate, PY.184                   25 kg bag

3GMX is a bright, green shade yellow pigment with 
the highest colour strength, gloss and opacity versus 
traditional grades and with very good durability 
properties. 3GMX is especially suitable for industrial 
and decorative paint applications and can also be used 
in automotive paint.

RMX Bismuth Vanadate, PY.184                       25 kg bag

The most chromatic pure PY.184 on the market. RMX is 
a bright lemon shade yellow pigment with high colour 
strength and excellent hiding power. It exhibits very 
good weatherfastness and is used primarily in industrial 
and decorative paint applications. RMX allows for much 
cleaner shades and lower formulation costs during 
color matching.

Organic Hybrids                 

4637 Bismuth Vanadate Hybrid, NA             25 kg bag

4637 is a bright red shade yellow pigment with high 
colour strength and hiding power. 4637 is suitable for 
general industrial paint applications.
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Bismuth Vanadate (continued)

4654 Bismuth Vanadate Hybrid, PY.184                 25 kg bag

4654 is a bright, green shade yellow pigment with high 
colour strength and very good durability properties.  
Yellow 4654 is a lead-free alternative to match a specific 
lemon shade yellow.

3RLM Bismuth Vanadate, PY.184                      25 kg bag

Lemon shade yellow hybrid pigment with excellent 
durability properties. It exhibits high saturation, high 
opacity and is recommended for use in the highest-
quality industrial and automotive paints.

3RLX Bismuth Vanadate Hybrid, PY.184                 25 kg bag

3RLX is a lemon shade yellow hybrid pigment with high 
colour strength and opacity. It exhibits high saturation, 
high opacity and is recommended for use in high-end 
industrial and architectural paints. 

5RLM Bismuth Vanadate, PY.184                      25 kg bag

Mid-shade yellow hybrid pigment with excellent 
durability properties. It exhibits high saturation, high 
opacity and is recommended for use in premium grade 
industrial and automotive paints.

5RLT Bismuth Vanadate, PY.184                       25 kg bag

Bright mid-shade yellow hybrid pigment with high colour 
strength. 5RLT exhibits very good weatherfastness and 
is especially developed for use in road marking paint 
and especially hot melt. It is also suitable for polyolefin-
based applications.

5RLX Bismuth Vanadate, PY.184                       25 kg bag

5RLX is a mid-shade yellow hybrid pigment with 
high colour strength and opacity. 5RLX exhibits 
high saturation, exceptional hiding power and is 
recommended for use in the highest-quality industrial 
and architectural paints.

Bismuth Based Orange                                       

ORS Bismuth, PO.86                25 lb bag

ORS is an inorganic, clean yellow shade orange pigment. 
ORS is recommended for use in solvent-based paints 
for automotive, high-end industrial and architectural 
applications. ORS is also suitable for polyolefin plastics 
for processing up to 250°C

Carbon Black                                       

490-P Extra Strong Jet Black, PBk.7                25 lb bag

Easy dispersing carbon black. Recommended for  
water-based systems, especially concrete and roofing 
granules.

4032 Carbon Black, PBk.7                               20 kg bag

Medium particle size, low-cost granular carbon black.  
Medium viscosity and jetness.  Recommended primarily 
for plastics and water dispersions.

410 Carbon Black, PBk.7                                  20 kg bag

Smaller particle size low-cost granular carbon black.  
The most jet of our low-cost carbon blacks, however, 
with the highest viscosity.  Recommended for plastics 
requiring excellent UV properties.

Chromium Oxide Green                                      

Chromium Oxide Green pigments are very stable 
green pigments which are unaffected by acids, alkalis 
and solvents. They are heat stable and offer excellent 

value, lightfastness and weatherability. Chromium 
Oxide Green pigments are very stable green pigments 

which are unaffected by acids, alkalis and solvents. 
They are heat stable and offer excellent value, 

lightfastness and weatherability.

301 Chromium Oxide Green, PG.17                   50 lb bag

G4099 type.  High quality clean yellow shade.  
Recommended primarily for coatings and plastics.   
FDA approved.

305 Chromium Oxide Green, PG.17                  50 lb bag

G6099 Type.  High quality clean medium shade.   
Recommended primarily for coatings and plastics.   
FDA approved.

361 Chromium Oxide Green, PG.17                   25 kg bag

Dark shade.  Recommended primarily for architectural 
applications.  FDA approved.
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Complex Inorganic Color Pigments                       

3753 CICP Yellow 3753, PY.53                             25 kg bag

Greenish yellow pigment used in a variety of  
high-performance coatings applications where excellent 
fastness properties are required. It is extremely durable 
with outstanding resistance properties. FDA approved 
(Section 178.3297).

3024 CICP Yellow 3024, PBr.24                          25 kg bag

Yellowish brown pigment used in a variety of high-
performance coatings applications where excellent 
fastness properties are required. It is exceptionally 
heat stable with outstanding durability and resistance 
properties. FDA approved (Section 178.3297)

Effect Pigment                  

Effect Pigments                      
Effect pigments are composed of synthetic mica 

platelets or artificial glass substrates and consecutive 
semitransparent layers of metal oxides.  They 

deliver superior whiteness, brilliance and coverage 
with extraordinary optical effects ranging from a 
fine-grained luster to a bold silvery-white sparkle.  

Recommended for general industrial coatings, plastics, 
and printing ink applications.  

FDA approved.

AG100 Silver Pearlescent                                   25 kg Box

Silver white translucent with a brilliant finish. 
Particle size: 10 - 60 µm.

AG110 Fine Satin Silver                                     25 kg Box

Silver white translucent with a satin finish. 
Particle size: < 15 μm.

AG111 Fine Satin Silver                                      25 kg Box

Silver white translucent with a satin finish. 
Particle size: < 15 μm.

AG120 Shiny Satin                                             25 kg Box

Silver white translucent with a satin finish. 
Particle size: 5 - 25 μm.

AG120A Shiny Satin                                          25 kg Box

Silver white translucent with a satin finish. 
Particle size: 5 - 25 μm.

AG153 Flashing Silver                                       25 kg Box

Silver white translucent with a glittery finish.  
Particle size: 10 - 125 μm.

AG302 Satin Gold                                             25 kg Box

Gold translucent with a satin finish.  
Particle size: 5 - 25 μm.

AG308 Classical Gold                                       25 kg Box

Gold translucent with a brilliant finish.  
Particle size: 10 - 60 μm.

AG425 Prussian Blue                                        25 kg Box

Blue with brilliant finish. Particle size: 10 - 60 μm.

AG500 Bronze                                                  25 kg Box

Bronze with brilliant finish. Particle size: 10 - 60 μm.

AG522 Red Brown Satin                                  25 kg Box

Reddish shade brown with a satin finish. 
Particle size: 5 - 25 μm.         

AG6331 Pure Gold                                             25 kg Box

Gold with brilliant finish. Particle size: 10 - 60 μm.

LANOX Iron Oxide

                   
Excellent chemical and weather resistance with 

excellent opacity. Recommended for the coloration of 
concrete, select coatings, and plastic applications.

Synthetic Regular

8820 Syn Yellow Iron Oxide, PY.42                  25 kg bag

Recommended for use in the coloration of concrete, 
low temperature plastics and coatings.

1872 Syn High Temperature Yel Iron Oxide     20 kg bag

Special surface treatment to give greater heat stability. 
Intended for use in plastics up to 460°F.
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LANOX Iron Oxide (continued)
 

8130 Syn Red Iron Oxide, PR.101                      25 kg bag

130 Type.  Bluer than 8110.

8330 Syn Black Iron Oxide, PBk.11                   25 kg bag

330 Type.

Micronized       
               

Synthetic Micronized iron oxide pigments have 
excellent weather and lightfastness as well as excellent 

dispersibility and hiding.  
They are recommended for select coatings 

and plastics applications.

1820M Syn Micronized Yel Iron Oxide             25 kg bag

Recommended for low temperature plastics applications 
only.  Darker and redder compared to 1810M.  FDA 
approved.

2820M Syn Micronized Yel Iron Oxide             25 kg bag

3910M Type.  Lower oil absorption than 1820M with  
similar shade. FDA approved.

8110M Syn Micronized Red Iron Oxide             25 kg bag

Yellowest shade red.  FDA approved.

8120NM Syn Micronized Red Iron Oxide         25 kg bag

Bluer than 8110M.  FDA approved.

8130M Syn Micronized Red Iron Oxide            25 kg bag

Bluer than 8120NM.  FDA approved.

8140M Syn Micronized Red Iron Oxide            25 kg bag

Bluer than 8130BM.  FDA approved.

8180M Syn Micronized Red Iron Oxide            25 kg bag

Bluer than 8160M.  FDA approved.

8318M Syn Micronized Black Iron Oxide          25 kg bag

318M Type.  For applications below 365°F.  
FDA approved.

8330M Syn Micronized Black Iron Oxide         25 kg bag

Stronger, slightly bluer shade.  For applications below 
365°F. FDA approved.

Transparent

8916 Transparent Yellow Iron Oxide                25 kg bag

Transparent yellow iron oxide with high strength and 
UV protection properties.  Recommended for wood, 
automotive, industrial and powder coatings, low 
temperature plastics and Printing ink applications.

8817 Transparent Red Iron Oxide                     25 kg bag

Transparent Red iron oxide with high strength and 
UV protection properties.  Recommended for wood, 
automotive, industrial and powder coatings, low 
temperature plastics and Printing ink applications.
                   

Lead Chromate and Moly Orange
                      

1001 Medium Yellow, PY.34                   25 kg bag

1001 is a standard medium chrome yellow pigment used 
in various applications.

1002 Medium Yellow, PY.34                   25 kg bag

1002 is a medium chrome yellow pigment used for 
various applications. 

Classic Grades                      

1003 Medium Yellow, PY.34                              25 kg bag

Standard medium chrome yellow pigment used in 
plastic and coating applications.

1005 Medium Yellow, PY.34                              25 kg bag

Standard medium chrome yellow pigment used for 
various paint applications.

1009 Medium Yellow, PY.184                   25 kg bag

1009 is a standard medium chrome yellow pigment 
used in plastic and coating applications.

1012 Medium Yellow, PY.34                               25 kg bag

Standard medium chrome yellow pigment that is slightly 
redder in shade & lower tint strength compared to 1003, 
with stir in properties used for various applications.
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Lead Chromate and Moly Orange (continued)

1013 Medium Yellow, PY.34                   25 kg bag

1013 is a medium chrome yellow pigment used for 
general industrial coating applications.

1014 Medium Yellow, PY.34                   25 kg bag

1014 is a medium chrome yellow pigment used for 
various applications. 

1026 Lemon Yellow, PY.34                   25 kg bag

1026 is a standard lemon chrome yellow pigment used 
in coating and plastic applications. 

1032 Lemon Yellow, PY.34                                25 kg bag

Standard lemon chrome yellow pigment used in plastic 
and coating applications.

1036 Lemon Yellow, PY.34                                25 kg bag              
Standard lemon chrome yellow pigment with stir in 
properties that is redder in shade & slightly weaker 
in tint strength compared to 1032 used in plastic and 
coating applications.           
         
1037 Lemon Yellow, PY.34                   25 kg bag

1037 is a standard lemon chrome yellow pigment used 
in plastic and coating applications.

1077 Primrose Yellow, PY.34                             25 kg bag

Standard primrose chrome yellow pigment used in 
plastic, coating and ink applications.

1080 Primrose Yellow, PY.34                            25 kg bag

Standard primrose chrome yellow pigment that is 
greener in shade & slightly weaker in tint strength.

2605 Medium Yellow, PY.34                   25 kg bag

2605 is a medium chrome yellow pigment used for road 
marking applications.

2610 Medium Yellow, PY.34                   25 kg bag

2610 is a medium chrome yellow pigment used for road 
marking applications.

5003 Medium Yellow, PY.34                   25 kg bag

5003 is a standard medium chrome yellow pigment 
used in plastic and coating applications.

5012 Medium Yellow, PY.34                   25 kg bag

5012 is a medium chrome yellow pigment with stir in 
properties used for various applications.

5021 Medium Yellow, PY.34                   25 kg bag

5021 is a SO2 resistant medium chrome yellow pigment 
with easy dispersing properties.

5023 Medium Yellow, PY.34                   25 kg bag

5023 is a SO2 resistant medium chrome yellow pigment 
with easy dispersing properties. 

5036 Lemon Yellow, PY.34                  25 kg bag

5036 is a standard lemon chrome yellow pigment 
with stir-in properties used in plastic and coating 
applications.

2603 Lemon Yellow, PY.34                             25 kg bag

Medium chrome yellow pigment used for road marking 
applications.  

2603R Lemon Yellow, PY.34                   25 kg bag

2603R is an extended version of 2603 that is for road 
marking applications. 

Y933 Lemon Yellow, PY.34                               25 kg bag

Lemon chrome yellow pigment used for coatings and 
plastics applications.

Y934 Lemon Yellow, PY.34                               25 kg bag

Lemon chrome yellow pigment that is redder in shade 
& marginally weaker in tint strength compared to Y933 
used for coatings and plastics applications.

Y935 Lemon Yellow, PY.34                   25 kg bag

Y935 is a standard green shade yellow pigment used in 
plastic and coating applications.
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Lead Chromate and Moly Orange (continued)

Y969 Medium Yellow, PY.34                             25 kg bag               
Medium chrome yellow pigment used for coatings and 
plastics applications.  Y969 is the reddest shade medium 
chrome we’re promoting from the classic range. It also 
has higher tinting strength than both 1003 & 1012.

0900 Molybdate Orange, PR.104                25 kg bag

0900 is a yellow shade molybdate orange pigment 
used for coatings and plastics applications.

1623 Molybdate Orange, PR.104                      25 kg bag

Yellow shade Molybdate orange pigment used for  
coatings and plastics applications.

1624 Molybdate Orange, PR.104                      25 kg bag               
Yellow shade Molybdate orange pigment used for 
coatings and plastics applications. 1624 is the yellowest 
moly orange we’re promoting from the classic range. It 
also has higher tinting strength than both 1623 & 1610.

1625 Molybdate Orange, PR.104                25 kg bag

1625 is a yellow shade molybdate orange pigment for 
use in various applications.

5611 Molybdate Orange, PR.104                25 kg bag

5611 is a SO2 resistant yellow shade molybdate orange 
pigment with easy dispersing properties. 

YE937 Molybdate Orange, PR.104                25 kg bag

YE937 is a standard yellow shade molybdate orange 
pigment used in various coatings and plastics 
applications.

YE998 Molybdate Orange, PR.104                   25 kg bag

YE998 is a molybdate orange pigment that has 
excellent lightfastness properties (full strength) and 
bleed resistance.

Pre-Darkened Range                      

1019 Medium Yellow, PY.34                               25 kg bag     
Pre-darkened standard medium chrome yellow pigment 
used in plastic and coating applications. 1019 is the 
greenest shade medium chrome in this series, and has 
similar tint strength to 1012.

1034 Lemon Yellow, PY.34                                25 kg bag                      
Pre-darkened lemon chrome yellow pigments used in 
plastic and coating applications. 1034 is redder in shade 
compared to Y933 & 1032, and stronger in tint strength 
compared to Y933 & Y934.

5018 Medium Yellow, PY.34                   25 kg bag

5018 is a pre-darken high performance medium 
shade yellow pigment with stir-in properties and 
is recommended for high-end coating and plastic 
applications.

5020 Medium Yellow, PY.34                             25 kg bag                                       
Sulphur Dioxide (SO2) resistant pre-darkened medium 
chrome yellow pigment with easy dispersing properties, 
and high heat stability (260°C).  5020 is marginally 
cleaner in masstone shade compared to 1019 albeit 
higher performing, and  5020 has lower tint strength.           
      
5033 Lemon Yellow, PY.34                   25 kg bag

5033 is a pre-darkened high performance lemon 
chrome yellow pigment recommended for exterior 
applications. 5033 is SO2 resistant with excellent heat 
stability properties.

5035 Lemon Yellow, PY.34                               25 kg bag

A pre-darkened high performance lemon chrome yellow 
pigment recommended for exterior applications.  5035 
is SO2 resistant with excellent heat stability properties. 

5612 Molybdate Orange, PR.104                25 kg bag

5612 is a pre-darken blue shade moly orange pigment 
recommended for exterior applications. 5612 is SO2 
resistant with excellent heat stability properties.

1605 Molybdate Orange, PR.104                25 kg bag

1605 is a pre-darken blue shade molybdate orange 
pigment used in plastic and coating applications.

1606 Molybdate Yellow, PR.104                       25 kg bag

Pre-darkened blue shade molybdate orange pigment 
with stir in properties and high heat stability (260°C) 
that can be used in plastic and coating applications. 
1606 is yellower and stronger than YE998.
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Lead Chromate and Moly Orange (continued)

1607 Molybdate Orange, PR.104                25 kg bag

1607 is a pre-darken blue shade molybdate orange 
pigment with stir in properties used in plastic and 
coating applications where excellent weatherfastness 
properties are required.

1610 Molybdate Yellow, PR.104                        25 kg bag             
Pre-darkened yellow shade molybdate orange pigment 
with stir in properties and high heat stability
(260°C) that can be used in plastic and coating 
applications. 1610 is considerably bluer in shade & 
weaker in tint strength compared to 1623 & 1624.

5606 Molybdate Yellow, PR.104                       25 kg bag                           
Pre-darkened high performance blue shade moly orange 
pigment recommended for exterior applications. It is 
SO2 resistant with excellent heat stability properties 
(270°C).

5610 Molybdate Yellow, PR.104                        25 kg bag                                         
Pre-darkened high performance yellow shade moly 
orange pigment recommended for exterior applications. 
It is SO2 resistant with excellent heat stability properties 
(270°C). 5610 is the yellowest shade Moly, and has the 
highest tint strength of any Moly in the 5000 series.

Krolor® Range                      

KY787 Medium Yellow, PY.34                           25 kg bag

Sulphur Dioxide (SO2) resistant; silica encapsulated  
medium chrome yellow pigment with excellent heat  
resistance properties (280°C) for high-end plastic  
applications.

KY788 Lemon Yellow, PY.34                             25 kg bag

Sulphur Dioxide (SO2) resistant; silica encapsulated 
lemon chrome yellow pigment with excellent heat 
resistance properties (280°C) for high-end plastic 
applications.

KY795 Medium Yellow, PY.34                           25 kg bag             
Sulphur Dioxide (SO2) resistant; silica encapsulated 
medium chrome yellow pigment with excellent heat 
resistance properties (280°C) for high-end plastic 
applications.  KY795 is similar in masstone shade to 1012 
and marginally weaker in strength.

KY881 Lemon Yellow, PY.34                              25 kg bag                           
Sulphur Dioxide (SO2) resistant; silica encapsulated 
lemon chrome yellow pigment with excellent heat 
resistance properties for coatings.  KY881 is similar in 
masstone shade and very slightly weaker in tint strength 
in comparison with Y934.

KY895 Medium Yellow, PY.34                           25 kg bag

Sulphur Dioxide (SO2) resistant; silica encapsulated 
medium chrome yellow pigment with excellent heat 
resistance properties for coatings.  KY895 is marginally 
duller, and slightly weaker in tint strength compared to  
1012.

KO786 Molybdate Orange, PR.104                  25 kg bag

Sulphur Dioxide (SO2) resistant; silica blue shade 
moly orange pigment with excellent heat resistance 
properties (290°C) for high-end plastics applications.

KO789 Molybdate Orange, PR.104                   25 kg bag

Sulphur Dioxide (SO2) resistant; silica yellow shade 
moly orange pigment with excellent heat resistance 
properties (290°C) for high-end plastics applications.

KO886 Molybdate Orange, PR.104                  25 kg bag

Sulphur Dioxide (SO2) resistant; silica encapsulated 
blue shade moly orange pigment with excellent heat 
resistance properties for coatings.  KO886 is yellower 
in masstone, and weaker in tint strength compared to 
YE998.

KO889 Molybdate Orange, PR.104                  25 kg bag

Sulphur Dioxide (SO2) resistant; silica encapsulated 
yellow shade moly orange pigment with excellent 
heat resistance properties for coatings.  KO889 is the 
yellowest shade Moly in the Krolor range and is slightly 
weaker than 5610 in tint strength.
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Lead Chromate and Moly Orange (continued)

Lead Chromate Alternatives

4503 Medium Yellow Shade LCA, Proprietary          20 kg bag

Standard performance medium shade yellow pigment 
developed as an offset to medium Chrome Yellow.  It 
can be used as a lower cost alternative for interior and 
lower end exterior coating applications.

4504 Red Shade Yellow, Proprietary                 10 kg bag

Red shade yellow pigment for use in various coating 
applications.

4507 Red Shade Yellow, Proprietary                  10 kg bag

Red shade yellow pigment for use in various coating 
applications. 4507 is greener in shade than 4504.

4527 Lemon Shade Yellow, Proprietary              10 kg bag

Standard performance lemon shade yellow pigment 
developed as an offset to lemon Chrome Yellow.  It can 
be used as a lower cost alternative for interior and lower 
end exterior coating applications.

4540 Blue Shade Moly LCA, Proprietary         10 kg bag

Blue shade red pigment for use in various coating  
applications.

4606 Blue Shade Orange, Proprietary               10 kg bag

4606 is a mid to high performance blue shade orange 
pigment developed as an offset to PR.104 for exterior 
paint applications.

4630 Hybrid, Proprietary               20 kg bag

4630 is a green shade yellow used for general industrial 
coatings where excellent weatherfastness is required.

4632 Lemon Yellow Shade LCA, Proprietary   20 kg bag

Mid to high performance lemon shade yellow pigment 
developed as an offset to lemon Chrome Yellow.  It can be 
used in higher end coating applications where excellent 
weatherfastness and heat stability are required.

4653 Hybrid, Proprietary               25 kg bag

4653 is a lead-free opaque red shade yellow pigment 
used in general industrial and powder coating 
applications.

4610 Yellow Shade Orange, LCA Proprietary     __ kg bag

4610 is a lead-free opaque yellow shade orange 
pigment used in general industrial and powder coating 
applications. 

Ultramarine Blue & Violet
                      

UPL-2905 Ultramarine Blue, PB.29                  25 kg bag

Red shade for plastics and coatings.  FDA approved.

µltraBlue® Ultramarine Blue  
& Violet Pigments         

New and improved Ultramarine Blue & Violet  
pigments for the coloration of plastics and  

coatings.  FDA approved.

Specifications:
Low sulfur (< 100 ppm)

Low moisture (< 0.05% when packed) 
Low soluble salts (< 0.7%) 

Ultra Small Particle (d90 < 4 micron, 
d100 < 44 microns)

Consistent Shade and Strength (DE < 0.75)

µltraBlue® 2320, PB.29                                     25 kg bag

Reddest shade. Offset to Nubiola E-28 and 
Holliday 5008/6108/6128.

Milori Blue
                    

521 Milori Blue, PB.27                                          25 kg bag

Low cost blue primarily for solvent paint and ink 
systems.
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Titanium Dioxide

8045 Buff Rutile Titanium Dioxide                    25 kg bag

A buff color rutile grade pigment offering comparable 
performance characteristic such as opacity to white 
TiO2.  Recommended for yellow traffic marking paints, 
roofing granules, wood coatings, industrial primers and 
coatings, interior and exterior architectural paints.

Zinc Ferrite
                    

Tan 221 Zinc Ferrite, PY.119                               25 kg bag

Tan pigment primarily utilized in plastics due to its 
temperature stability up to 500°F.  Tan 221 has excellent 
lightfastness and chemical stability.

Tan 223 Heat Stable Dark Tan                             50 lb bag

Darker than Tan 221 with same temperature stability.  
Recommended for plastics and coatings applications.
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DCL provides color to the world with a reputation for consistent Quality 
Excellence.

Our dedication to quality is demonstrated by our technical and customer service, 
product performance, and by our employees and representatives placing value in every 
customer relationship.  

Quality is integrated in all our processes and reinforced by our Quality Management 
System (QMS). 

DCL supports Quality Excellence by the following commitments: 
• To continually satisfy our customers’ needs and expectations through our products, 

services and open communications;
• To provide a reliable and consistent supply of high-quality innovative products;
• To continually satisfy applicable requirements including legal, contractual and 

stakeholder obligations;
• To persistently strive to reduce our impact on the environment through 

sustainability measures and improvements;
• To demonstrate continual improvement (PDCA Cycle) of our products, processes 

and services;
• To gain insight and improve the level of customer satisfaction

Through these efforts DCL will continue working towards total customer satisfaction, 
enhancing our performance objectives and supporting a firm foundation for future 
growth.

Conditions of Sale
Orders are accepted on a material availability basis only. 
Pricing and Terms- please contact your local DCL representative.
Pricing is based on the date of shipment.

LIMITED WARRANTY: Seller warrants that its products are free from manufacturing defects. The Seller makes no other warranty beyond that contained in this writing. DISCLAIMER OF OTHER 
WARRANTIES: NO OTHER WARRANTY, EXPRESSED OR IMPLIED, INCLUDING WARRANTIES OF MERCHANTABILITY OR FITNESS FOR A PARTICULAR PURPOSE, SHALL APPLY. DISCLAIMER 
OF LIABILITY FOR RELIANCE ON INFORMATION PROVIDED BY THE SELLER: The information contained herein is true and accurate to the best of our knowledge, but is provided without 
warranty or guarantee. Since the conditions of use are beyond our control, Seller disclaims all liability and assumes no legal responsibility for damages resulting from use of or reliance upon the 
information contained herein. Seller strongly recommends careful screening/testing before using its products in production. TIME LIMIT FOR BRINGING SUIT: All suits must be commenced within one 
year from the date on which the product at issue is delivered to Buyer.

Quality Policy & Conditions of Sale
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Sales, Technical & Customer Service

MIDDLE EAST & AFRICA  

NAME ROLE / TERRITORY EMAIL

Haytham Sayed Business Development Manager / Middle East & Africa hsayed@pigments.com

Decase Chemicals Ltd      East Africa (Kenya, Tanzania, Ethiopia & Uganda)   nsevany@decasechemicals.com

Siwa Chemicals Co. (Waleed Fawzy) Egypt siwachemicals@yahoo.com

Intracon Corp. (George Talisse) Ivory Coast george.talisse@intracon-corp.com

Marbar Chimie (Mustapha Tawfiki) Morocco m.tawfiki@marbarchimie.ma

Chizzy Limited (Calli Newke Callibr) Nigeria chizzyltd@yahoo.com

Haris Al Afaq (Joy Mukerji) U.A.E., Yemen, Oman, Bahrain, Qatar, Kuwait, Saudi Arabia jnmukerji@haris.com

LATIN AMERICA & CARIBBEAN  
Denis Rojas Regional Sales Director / North Latin America drojas@pigments.com

Michele Claeson Sales Manager / Puerto Rico michele@pigments.com

Zully Villalobos Technical Sales Manager / South Latin America zvillalobos@pigments.com

Kemkol S.A. (Connie Trunzo) Argentina, Uruguay, Paraguay Connie.Trunzo@kemkol.com.ar 

Nova Productos Quimicos S.A. (Mariano Zingoni) Argentina marianozingoni@novapq.com.ar

Anders Bolivia Ltda (Katia Justiano) Bolivia katia.justiano@quanders.com

quantiQ distribuidora Ltda (Jennifer Hsu) Brazil jhsu@gtmchemicals.com

Chemo International Inc. (Ramiro Cardenas) Caribbean, Central America sales@chemo.com

Anders Chile SpA Chile juan.arango@qanders.com

Mesa Hermanos & Cia Ltda (Edgar Gacharna) Colombia egacharna@mesahermanos.com

Anders Ecuador Cia Ltda  (Jose Gomez)  Ecuador jose.gomez@qanders.com

Specialty Chemicals (Edgardo Cano) Mexico (Guadalajara) edgardo@quimosa.com

Quimica Rana Mexico (Christian Maier) Mexico cmaier@quimicarana.com

Quimica Rana de Monterrey  Mexico ireynoso@qrana.net
(Ignacio Reynoso)  

Anders Peru SAC (Florian Ramirez) Peru florian.ramirez@qanders.com

   

TECHNICAL  
Jadel Baptista  Technical Service Director / Americas j.baptista@pigments.com

Zeki Acar  Applications Coatings Specialist / Europe, MEA, APAC zacar@pigments.com

Martin Baier Global Technical Manager, Automotive Coatings mbaier@pigments.com

Harry Hamers Technical Service Manager / Europe, MEA, APAC hhamers@pigments.com 

Curtis Ross  Technical Service Manager / Americas   cross@pigments.com

Nigel Smith  Global Technical Service / Europe, MEA, APAC nsmith@pigments.com

  

CUSTOMER SERVICE  
Susan McCoy Customer Service, Middle East & Africa smcoy@pigments.com

Roxana Perez  Customer Service, Latin America rperez@pigments.com

Anny Zhang  Customer Service, Asia-Pacific azhang@pigments.com
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pigments.com

Head Office
DCL CORPORATION
515 Consumers Rd., Suite 700
Toronto, ON, Canada  M2J 4Z2
T + 1 416 791 4200
F + 1 416 497 5198 

Global Technical Centers
Canada – New Toronto, ON
Netherlands – Maastricht
UK – Rossendale, Lancashire
USA – Warwick, RI

SALES MANAGEMENT    
NAME ROLE / TERRITORY EMAIL

Donald Greenwald Chief Revenue Officer donald@pigments.com
Peter Baggen Vice President Sales pbaggen@pigments.com
Patrick Chan Regional Sales Director pchan@pigments.com
Andy Fenlon Director of European Sales afenlon@pigments.com
Frank Lavieri EVP Sales & Marketing   frank@pigments.com

SALES TERRITORIES   

ASIA & SOUTH EAST ASIA  
Patrick Chan Regional Sales Director, Asia Pacific pchan@pigments.com 
Yvonne Chang Technical Sales Manager, Asia Pacific ychang@pigments.com
Effendi Wijaya Technical Sales Manager, Asia Pacific ewijaya@pigments.com
 
Axieo (Anthony Noonan) Australia anthony.noonan@axieo.com
Remex Corporation Ltd (Shahriar Taha) Bangladesh S_taha@remexcorp.com 
Mount Source Enterprise Co., Ltd. (David Teng) China (Hong Kong) davidteng@mountsource.com
CJS Speciality Chemicals Pvt Ltd (Ashish Shah) India ashish@cjshahgroup.com
PT Indoreksa Lokamandiri (Irwan Rosali) Indonesia Irwan.rosali@indoreksa.com 
Kikuchi (Takaaki Moriyama) Japan moriyama_takaaki@kikuchicolor.co.jp
Nagase & Co. Ltd (Tomoko Nose) Japan tomoko.nose@nagase.co.jp
Yamamoto Trading Company (Aya Watanabe) Japan k-matsumoto@ytc-j.co.jp
Saeyang International Corp. (K.M. Lee) Korea kmlee@sickor.co.kr
Axieo (Clifton Madgwick) New Zealand clifton.madgwick@axieo.com
IRM (Khalid Hameed) Pakistan khalid.hameed@imrooz.com
Millennium Cable Industries (Ali Khalid) Pakistan ali@kissanengg.com.pk
Premier Corporation (Bilal Fazal) Pakistan prince3@cyber.net.pk
Cougar Resources Corp. (Denver Dy) Philippines denver@netasia.net
Bullhorn Trade, Incorporated (Lito Jobel) Philippines bti_1986@mail.com
Trident Elementum Corporation (Jose Lito Joble) Philippines sales@tridentelementum.com
Hexa Chemicals (S) Pte Ltd (Ko Oon Liang) Singapore ko.oon.liang@hexachem.com.sg
Union Chemicals Lanka Plc (Suresh Hettiarachchi) Sri Lanka suresh@ucll.lk
Kuang Nung Limited (Johnson Tseng) Taiwan kykyjohn@ms24.hinet.net
Rich Splendor International Co., Ltd. (Garrett Chen) Taiwan rich.shining@msa.hinet.net 
Colossal (Mr. Yong) Thailand yong@cclcolassal.com
Minh Anh Development & Investment Co. Ltd.  Vietnam lethanmdi@hcm.vnn.vn
(Le Tan Than) 


